




industrial DSM programs complementing the state's activitiesg These combined programs
have achieved impressive results, especially in encouraging industrial facilities to make
process-related improvementSti 110

In recent years, funding for some of these programs and activities has declined in spite of the
continued presence of many cost-effective opportunitiesG For example, with the elimination
of NYSEO, FlexTech was transferred to the New York State Energy Research and
Development Authority (NYSERDA) where it continues at a 1996 level of 94 projects per
year, with little if any marketing~ FlexTech's current annual funding is about $1 .. 2 million,
with three full-time equivalent staffe The average project cost-share with other partners is
about fifty-fifty, with the goal for coming years to leverage funds even moree FlexTech is
achieving a 63 percent implementation rate (with an additional 19 percent indicating future
plans to implement). At this level of implementation, the program is achieving 8 million Btus
and $5 in annual savings, and $17 in capital investment, for each program dollar. lll

Unfortunately, the majority of the financial assistance services of the NYSEO program were
not continued because of limited funding. NYSERDA estimates that, with marketing, the
demand for FlexTech would be eight to ten times the current level. NYSERDA also indicates
that the need for financing assistance is perhaps greater now than when FlexTech was available
from NYSEO because many businesses have implemented the quick payback measures, such
as lighting, and the remaining (but very large) energy savings opportunities, such as process
improvements, are more capital intensive. 112

NYSERDA offers several other programs that encourage industrial energy efficiency. It has
actively promoted and supported DOE's Motor Challenge and the joint DOE/EPA Climate
Wise program to ew York businesses. NYSERDA has active research and demonstration
efforts in energy efficiency and pollution prevention, with 35 projects active at anyone time
and average annual fu g of about $4 million. 113 SERDA offers, in cooperation with the
S ment of vironmental Conservation and the Environmental Business Association
of York State, pollution prevention (referred to in industry as P2) assistance to the state's
industries, and holds an annual P2 conference that attracts about 300 representatives from the
state's industries~ 114 The funding for some of these programs has also declined.

110. R.N. Elliott and A. Weidenbaum, "Financing of Industrial Energy Efficiency Through State Energy Offices,"
Proceedings ofthe 16th Industrial Energy Technology Conference, Houston, TX, April 13-14, 1994.

NYSERDA, personal communication, Albany, NY, 1997.

112. B. Henderson, NYSERDA, personal communication, Albany, NY, 1996.

113. P. .JI..,;J'v~"n.'Jl.Cl!Il3 .. NYSERDA, personal communication, Albany, NY, 1997.

114. A. Ferranti, NYSERDA, personal communication, Albany, NY, 1996.
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The state of New Jersey has no current industrial energy efficiency program activities. Three
of the electric utilities (Public Service Electric and Gas [PSE&G], Jersey Central Power and
Light, and Atlantic Electric) offer energy efficiency programs and incentives targeted at
industrial customers. In addition to existing programs, a DSM collaborative with PSE&G has
recently begun focusing on electric motor systems opportunities in manufacturing. The state
does have a pollution prevention program as part of the state facilities planning law requiring
a pollution prevention plan for all industrial facilities. As part of this program, the Division
of Environmental Protection funds a center at the New Jersey Institute of Technology that
provided technical assistance to 68 firms in 1996.115

Since the closing of the Pennsylvania state energy office in 1995, the industrial energy
efficiency (referred to by the state as E2) activities have been transferred to the Pennsylvania
Department of Environmental Protection (PADEP). The energy efficiency activities are
undertaken as part of the pollution prevention program that was expanded significantly in July
1996$ PADEP offers assistance to industry in complying with state and federal environmental
regulations, including integrated P2/E2 assessments and teleconference training~ The program
held a state P2/E2 conference in October 1996, which was attended by 385 representatives
from industry, government, utilities, and the consulting community ~ At the conference the
Governor presented awards for environmental excellence to industry leaders6 To encourage
responsible environmental behavior, the program is now establishing an environmental
leadership program & 116

additional initiatives needed to realize the energy efficiency opportunities in the region
fall into five broad categories (as listed above): opportunity identification, technical and design
assistance, financing, operation improvements, and promotion of advanced technologies$ A
number of expanded, redirected, and new programs should be undertaken at the regional and
state levels these areaso

Opportunity Identification

Identification of energy efficiency opportunities is the first step in the process6 NYSERDA's
FlexTech represents a model program that should be strengthened and expanded. New Jersey

establish programs based upon the FlexTech design 0 These
could be housed within state agencies but it would be preferable to establish a statewide
nonprofit center to provide these services. Initial operating funding for the industrial
assessment initiative should be between $500,000 and $1,000,000 annually for each center.

level would allow hiring several experienced staff engineers, as well as

1150 Jo A..ll. .....a~.J.....&'lI>' Department of Environmental Protection, personal communication, Trenton, NJ, 19960

116. Go
19960

Pennsylvania Department of Environmental Protection, personal communication, Harrisburg, PA,
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establishing consulting relationships with technical experts. Funding should be expanded as
the demand for the center's services grow. As noted above, an increased demand has been
seen in New York State with FlexTech, which could benefit from increased funding.

The Industrial Assessment Centers (lACs) (formally know as the Energy Analysis and
Diagnostic Centers) are an existing resource of technical assistance that could be augmented
with funds from either state revenues or a utility systems benefit change. There are two lACs
located in the region (based at the Rutgers University in New Jersey and Hofstra University
in New York) as well as three additional lACs (University of Massachusetts, Old Dominion
University, and West Virginia University) located in near-by states and serving parts of the
region. 1

!7 This successful program, which receives its core funding from the U.S. Department
of Energy (DOE), provides low-eost audits to small and medium-sized firms. Nationally, 30
lACs each conduct 30 assessments annually. Assessments identify energy savings
opportunities that can be pursued by other key players, such as gas and electric utilities, or by
the industries themselves. The overall lAC program achieves an average of 10 percent
implemented energy savings with the average overall measures at a facility having a simple
payback of less than two years& In addition, the program trains engineers in industrial energy
efficiency techniques and these individuals often seek employment as energy managers in local
industriese118 The five lACs mentioned above cover most of the Mid-Atlantic region, though
the number of assessments they can offer represents a small fraction of the need of eligible
firmsr

Several opportunities exist to expand and enhance the lACs in the region0 NYSERDA and
Hofstra University have tried to establish a motor system training program as part of the New
York lAC but so far have failed to secure funding from DOE0 119 The three states could follow
the example of Texas, which is now using "oil overcharge funds" to expand the activities of
the lAC at Texas A&M in support of the new Texas Industrial LoanStar program. In addition,
the lAC at Texas A&M University College Station has created an affiliate relationship with
Texas A&M University Prairie View to expand the coverage in the state. 120 Based upon
the precedent Texas, Mid-Atlantic utilities and states could expand the activities of the

to increase their services to small and medium-sized manufacturers, who

117e Analysis and Diagnostic Center Program Description, U.S. Department of Energy, Washington, DC,
19940

118. M.G.. Woodruff et at, Analysis of Energy efficiency Investment Decisions by Small and Medium-Sized
MOJ1Ulactu,·ers ~ Pacific Northwest National Laboratory, Richland, WA, 1996.

119. B. HelKief1son, NYSERDA, personal communication, Albany, NY, 1996.

120. J. Eggebrecht, Texas A&M University, personal communication, College Station, TX, 1996.
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have been shown to benefit the most from this type of assistance. 121 In addition, new state­
supported lACs could established at other universities or community colleges, either as
affiliates of existing lACs or as new, independent centers. By expanding the level of activity
at existing lACs as well as the number of I s, a larger fraction of the eligible firms could
be served. Increasing the number of centers would also allow closer relationships to develop
between the lACs and the firms in their immediate area.

Technical and Design Assistance

Industries' lack of access to specialized expertise and energy efficiency services can be barriers
to implementing efficiency 0 rtunities. 122 The NYSERDA FlexTech program provides one
example of the kind of resource available in the region although, as mentioned previously, this
program should be given additional resources. Other centers sponsored by the states, utilities,
and industry could be developed, increasing the scope and availability of expertise to assist
industry with energy efficiency and productivity enhancementss

Since the development of this expertise is costly, it would be reasonable for state agencies and
utilities in the region to pool their resourceso A regional effort along these lines has been
established in the southeastern United States, and could be copied in the Mid-Atlantic region ..

North Carolina Alternative Energy Corporation has established an Industrial
Electrotechnology Laboratory (IEL), which now operates in South Carolina and Virginia as
well as North Carolina.. The IEL provides technical training, assistance, and testing services
to industrial users in areas such as electric motor systems, product heating and drying, and
low-emission coatings.. The IEL allows industrial customers to develop and evaluate process
technology changes in a near-production environment without disrupting the manufacturing
operation a> 123

Electric motor systems offer one of the most attractive opportunities for energy efficiency
1rn,nrn,vements t the e ise necessary to support motor programs is in limited supply.

state or regional motor systems program could address this problem. An example of a
successful program is the Electric League of Washington State (a collation of electric utilities),
which retained a motor expert to coordinate motor programs among its members. This

121. M. and. Te Jones, Getting in Gear: How Energy Efficiency Can Help Smaller Manufacturers Compete
in the Global Marketplace, Alliance to Save Energy, Washington, DC, 1995.

122. H. Geller and RoNe Elliott, Industrial Energy Efficiency.· Trends, Savings Potential, and Policy Options,
American Council for an Energy-Efficient Economy, Washington, DC, 1994; Efficient Electric Motor Systems for
.glYU11.~'('tM.1 UeSe Department of Energy, Washington, DC, 1993.

123. R. Koger, Alternative Energy Corporation, personal communication, Raleigh, Ne, 1994.
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effort is expanding to the entire Pacific Northwest region under the new Northwest Energy
Efficiency Alliance. 124

The Energy Center of Wisconsin also offers two motor system model programs: Responsible
Power Management (RPM) and Performance Optimization Service (POS), which promote
energy-efficient equipment and improved optimization of motor-driven systems. RPM offers
a consistent motor-driven equipment incentive program for all the state's electric utilities,
coupled with technical support. The POS program, which uses the systems approach to
identify, assess, and optimize the performance of industrial motor systems, offers
comprehensive technical training and support to end-users and motor system design engineers.

Programs similar to the Washington and Wisconsin initiatives to improve motor system
efficiency should be considered at the state or regional level in the Mid-Atlantic region. Some
initial discussions on creating a northeast regional utility motor initiative, led by the Northeast
Energy Efficiency Partnership, Inc., are now taking place. 125 It is important that utilities in
the region be encouraged to support and participate in this initiative and that other groups
coordinate their efforts as well.

Financing

Some industrial customers, particularly many small to medium-sized companies, lack the
capital to finance energy-saving improvements. Creation of a financing program would
alleviate this problem~ Such a program could be specifically for industry, in the model of the
NYSEO Energy Investment Loan Program; be part of the utility system benefit charge
discussed in the utility section; or operated in conjunction with loan programs for other
sectors, as with the Texas LoanStar program. Based on the New York experience, we suggest
a state to · ustrialloan pool of approximately $190 million for Pennsylvania, $125 million
for New , and $85 million for New Jersey ~ 126 Such a ogram could use private capital
with interest-rate reductions for small and medium-sized companies, financed with system­
benefit ch e or state funds could be issued at interest rates somewhat below market
rates $

1240 Ro M.J_~~""&'_~ Electric League of Washington State, personal communication, Bellevue, WA, 1996.

125. Fo '<lwII'V§.l&.lf,VU, Pacific Energy Associates, personal communication, Portland, OR, 1996.

126~ These levels are based on subsidizing the financing of an additional 3 percent of industrial capital investment
in each state (as reported by the Census [1993]) for an average five 5-year term. The cost of the subsidy is 29
percent of the dollar value of the realized capital investments, as was achieved in the NYSEO program (Elliott and
Weidenbaum, Ope cit.).
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Operation Improvements

Once energy efficiency measures and process improvements are installed, individual plant staff
must learn how to operate this equipment correctly0 FlexTech is unique in that it provides
customized training as part of its energy services programe 127 As the Energy Center of
Wisconsin's POS program has discovered, an important aspect of process optimization
frequently involves changes to the operating procedures 9 These can frequently be more
important than the equipment changes 0 128 On-the-job training services in the Mid-Atlantic
region will help insure that industrial equipment is operated and maintained properly and that
the energy savings potential of efficiency improvements is realizeda Funding for these efforts
are included in the recommended budgets for the industrial assistance center initiative
discussed above9

Efficient operation requires properly trained engineers and technicians who are aware of the
benefits of energy efficiency to the success for the company. Companies such as Dow and 3M
have achieved impressive bottom-line benefits when they "empowered" their staffs to look for
efficiency opportunitiess 129 One opportunity to create trained and aware engineers is through
the lACs in the region. In addition to providing immediate benefits to companies, the lACs
are creating a pool of engineers with energy efficiency expertise for companies to draw upon*
Technicians are as important to the efficient operation of industrial process as are engineers.
The region gs community college systems should be encouraged and funded to incorporate
energy efficiency into the engineering technology curriculum, as has occurred with programs

North Carolina and Wisconsin ..

Promoting Advanced Technologies

addition to promoting currently available energy efficiency measures, the states and utilities
in the region should encourage technological innovation in the industrial sector.. This can
lower energy intensity as well as create new opportunities for economic growth.
Technologi innovation is also critical for industrial competitiveness and environmental
protection over the long run ..

127.. Elliott and Weidenbaum, Ope ciL

128. A. Energy Center of Wisconsin, personal communication, Madison, WI, 1996.

129.. K. Nelson UCreating an Empowered Conservation Culture," Proceeding ofthe Workshop on Partnerships for
Industrial Productivity through Energy Efficiency, American Council for an Energy-Efficient Economy, Washington,

1993; So Schultz, "3M's Motor Challenge Showcase Demonstration Project," Proceedings of the Eighteenth
Industrial Energy Technology Conference, Houston, TX, April 17-18, 1996.
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NYSERDA has an active state program supporting research and demonstration into industrial
energy efficiency and pollution prevention technologies. NYSERDA's industrial research
program funding is currently about $4 million annually. This represents about a quarter of
the Authority's annual research budget. In recent years, the program has averaged about 35
active programs. NYSERDA documents annual benefits from industrial sector projects
undertaken after 1990 of $8 million in 1995 and $9.4 million in 1996. These energy savings
represent only a portion of the true benefits since benefits estimates are unavailable for a
fraction of the projects. NYSERDA is attempting to make a more accurate projection and
forecasts program benefits of more than $15 million for 1997~ 130 New Jersey and
Pennsylvania should consider similar programs.

Another opportunity is the National Industrial Competitiveness through Energy, Environment,
and Economics (NICE) ogram, which can be viewed as a model effort in this area. NICE3

,

a joint program of DOE and the Environmental Protection Agency, provides matching grants
to state government and industry partnerships that demonstrate innovative energy efficiency
and waste reducing technologies. Four projects have been funded in the region (one each in

w York and Pennsylvania, and two in New Jersey) during the program's history from 1991
through the current (1996) funding year. Many of these projects have successfully
demonstrated new techniques for reducing energy use, cutting emissions, and saving
businesses money $ States and utilities in the region should provide additional resources for
NICE3 or similar projects9

Conclusion

The structure of New York State's efforts in industrial assistance, financing, and research
represent good models for programs in Pennsylvania and New Jersey~ The good efforts in
New York also need additional resources.. Moreover, all the states would benefit from a
technology center similar to North Carolina Alternative Energy Corporation's IEL, which
would ovide comprehensive assistance to industry on energy efficiency and the
accompanying benefits of reduced production costs, improved product quality, and lower
environmen emissions. This center might be part of a multi-sector center or could be
specifically target at the industrial sector alone. Because of the costs associated with
""';:'~U.UJl..,!l"i.iLU.il.p' t · center retaining expert staff, regional joint efforts should be
seriously consid . By coordinating efforts, the region can plot a more productive and
secure future for its industrial sector with broad benefits from industrial process improvements
and modernization, as have already been realized in New York.

130. P. Douglas, NYSERDA, personal communication, Albany, NY, 1997.
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E. Transportation

Our policy recommendations for saving energy in the transportation sector focus on improving
the fuel economy of light duty vehicles (cars and light trucks), which are the largest energy
users in that sector.. Three types of policy options are available to states for improving the
energy efficiency of cars and light trucks. First, states in the region should enact vehicle
purchase price incentives ("feebates") linked to efficiency. Second, the region should procure
vehicles that are the most efficient in each vehicle class and coordinate efforts for similar
efficient vehicle procurement efforts by municipalities and private fleet purchasers in the state..
Finally, the region should provide concerted political support for stronger federal policies to
advance vehicle efficiency41

Historically, most improvements in vehicle efficiency have come from improved technology
in vehicles of all classes rather than market shifts among type of vehiclese This situation will
also be the case for future efficiency improvements, especially if they are policy-driven..
Under current market conditions, consumer and manufacturer interest in higher fuel economy
is lowe States can create an incentive for higher efficiency by establishing feebates: lower
taxes or rebates on vehicles that are more efficient than average, financed by higher taxes or
fees on less efficient vehicles$ The result would be a revenue-neutral rearrangement of vehicle
tax schedules$ For example, a sales tax rate on vehicle purchases, which might now take the
form of a fixed ad valorem tax rate (say, 6 percent) could be converted to a sliding-scale tax
ranging from 0 to 12 percent of a vehicle's sales price~ Currently, the ability of states to
establish such programs is a matter of controversy, since the state of Maryland enacted a
"guzzler/sipper" tax/credit plan in 1992 that was subsequently blocked by the threat of a
federal preemption challenge 9 The Maryland program involved some technical labeling
provisions which may have been preempted, but the state's Attorney General issued an opinion
that the overall approach of instituting a state incentive for higher vehicle efficiency is not
preempted~ Further federal clarification is needed and we recommend that states seek such
guidance from the UoSo D artment of Transportation (DOT) and Environmental Protection
Agency (EPA) in course of developing incentive programso

States can al the way to more efficient vehicles by establishing procurement policies for
state fleets to y most efficient vehicles a given classo States can also multiply the
effects of its own urement by playing a coordinating role for similar procurement efforts
by county and municipal fleets along with voluntary efforts by private fleets~ A similar
strategy is now being pursued for alternative fuel vehicleso However, the scope of such efforts

alternative fuel infrastructure needs. An effort to purchase efficient gasoline
vehicles could have a much broader scope and is likely to deliver greater fuel conservation and
~'I""II"\';C'C'1,nnC' reduction benefits in a more timely fashion~

efficient vehicle procurement strategy can be designed with two stages~ One stage would
directed toward bulk purchases of current production vehicles that are "best-in-class" in
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terms of fuel efficiency. The second stage could be directed to advanced, next-generation
vehicles having substantially higher efficiencies, should they become available..

"Best-in-classn procurement guidelines are something that states can do now as a way to
demonstrate leadership for higher vehicle efficiency as well as obtain fuel savings in the course
of state vehicle operations. The states should also encourage and help 0 anize municipal
governments within their jurisdictions to similarly pursue efficient vehicle procurement
guidelines. Table D-l in Appendix D lists the status of government-owned fleet vehicles in
New York, New Jersey, and Pennsylvania; state and local government owned automobiles
numbered an estimated 156,000 in 1992. Most federal vehicles will be subject to alternative
fuel use requirements, as specified by the Energy Policy Act of 1992. Some state and local
government fleet vehicles will also be expected to use alternative fuels. However, most state
and local government fleets can select more efficient than average conventional vehicles to
obtain additional energy savings and environmental benefits. EPA's "Best-in-Class" analysis
of recent cars shows that the most efficient vehicles have an average fuel economy 8 percent
greater than the overall average. 131 Assuming 12,000 miles of annual driving, such an
improvement in the region's state and local automobile fleets would save 6.6 million gallons
of gasoline per year, valued at $4.9 million (based on a recent average wholesale gasoline
price of $0074 per gallon) 6 The corresponding emissions reductions associated with the
reduced gasoline consumption would be 160,000 pounds of volatile organic compounds
(hydrocarbon vapors) and 99,000 tons of CO2-equivalent greenhouse gases .. Even larger
savings and emissions reductions could be obtained if such state and local government led
efforts spread to private fleets and individual car purchasers.

As part of a nationwide initiative, state fleets could also participate in a potential advanced
efficiency vehicle procurement program to aid in creation of an initial market for
ultra-efficient vehicles~ This approach would be tied to a nationwide effort to provide a
"Golden Carrot" program, a "Green Machine Challenge, n for inducing automakers to put
ultra-efficient vehicles into production" 132 Such a proposal is being explored as a way to
accelerate the commercialization of promising advanced technologies for vehicle efficiency,
for example, as a market pull complement to the advanced efficient vehicle technology
research and d elopment efforts being pursued by U&S. automakers through the Partnership

a Generation Although organizational framework for a Green
Machine Challenge does not yet exist, ACEEE will be working with other groups to establish

131" I ..D. KoH. Hellman, and RM. Heavennch. Light-Duty Automotive TechlWlogy and Fuel Economy
Trends Through 1993. Report EPA/AAlT.G.l93-01, u.s. Environmental Protection Agency, Office of Mobile

Sources, Ann Arbor, MI, 1993.

132.. ] .. DeCicco and A .. deLaski, The Green Machine Challenge: A Conceptfor Promoting Ultra-Efficient
Vehicles, American Council for an Energy-Efficient Economy, Washington, DC, 1995.
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a program in 1997; interested state officials should contact us for more information about how
to get involved in developing and implementing this type of market creation mechanism for
efficient vehicleso

Vehicle efficiency improvement is just one - albeit the largest -- of the opportunities for
improving energy efficiency in state and regional transportation systems. Particularly in cities
and in corridors connecting the region's many centers of economic activity, policies for
reducing vehicle-miles traveled and providing better transit, intercity rail, and intermodal
services are also importante While analyzing the potential role for such broader transport
efficiency measures is beyond the scope of this study, these approaches can make an additional
contribution to reducing energy and environmental costs in the regione

Finally, it is important to note that cars and light trucks are produced for a national -- if not
international -- market, of which anyone state holds only a small share. Federal policy is
crucial in determining the types of vehicles that automakers bring to market in terms of public
concerns, such as safety, emissions, and efficiency $ All states will benefit from a nationwide
improvement in car and light truck efficiency and, while the leverage of anyone state is
limited, all states are responsible for helping set the direction of the larger market 0 States
should, therefore, play an active role in pressing for the full range of federal policies to induce
greater vehicle efficiency, including stronger fuel economy standards, feebates linked to higher
efficiency (in which state feebates can complement a more widespread and substantial federal
program), and a nationwide Green Machine Challengeo New federal action on vehicle
efficiency is long overdue, since no meaningful steps have been taken on this issue since the

crisis years of the 19708$ One valuable step state legislatures could take would be to enact
resolutions calling on their Congressional delegations and the federal government to enact
stronger national policies to encourage nationwide improvements in vehicle efficiency..

FORM A SUSTAINABLE ENERGY DEVELOP:MENT AGENCY IN NEW JERSEY AND

PENNSYLVANIA

licy recommendation is for New Jersey and Pennsylvania to establish a Sustainable
already has a highly effective agency, the New

York Sta Energy Research and Development Authority (NYSERDA), which can serve as
a model for the other states (other potential models include sustainable energy development
agencies California, Florida, Iowa, North Carolina, and Wisconsin).. These agencies
support technology research and development, demonstrations, field monitoring, and (in some
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cases) education, training, and other implementation activitiese 133 They can also be powerful
tools for economic development.

For example, NYSERDA's research and development (R&D) program encourages economic
development by promoting energy efficiency and New York State-manufactured energy and
environmental products through five program areas -- Applications, Buildings, Energy
Resources, Transportation, and Environmental Research. NYSERDA's R&D projects develop
new technologies, create and retain jobs, reduce energy imports (which promotes economic
development by allowing more discretionary money to be spent in-state), and mitigate
environmental effects of energy production and usee NYSERDA has more than 300 projects
aimed at helping the state's businesses and municipalities, of which 185 are developing new
products.. 134 One of these projects improved turbine efficiency, which saves New York up to
$12 million per year in energy costs and could save $108 million a year nationwide. Another
example of NYSERDA's contribution to the state's economic development is its support for
the development of an energy-efficient window-insulation system that can be operated
automatically using a photovoltaic power source~ Over a few years time, this product helped
a New York company grow from two people to 200 people, with $12 million in annual
sales" 135

Funding for state energy development agencies has typically come through utility contributions
or small utility surcharges" With the utility industry restructuring, a systems benefit charge
is the most likely funding source, judging from the negotiations to fund the agencies in
Cali ia, w York, and Wisconsin" The cost of an agency like SERDA is relatively
limited" NYSERD ,which is the largest state agency of its type in the country, covers its
approximately $14 million annual research budget with an electric bill surcharge of only
$0,,0001 per kWh and a natural gas surcharge of only $0,,001 per therm of natural gas"

A Sustainable Energy Development Agency in New Jersey and Pennsylvania could provide
a number of functions working with manufactures and consumers in their state, including:
(1) applied R&D and demonstrations of advanced energy efficiency and renewable energy
technologies; (2)' hnology and market assessments; and (3) support for technology transfer

commercialization" These agencies can also help the state's utilities and state agencies in
e energy efficiency and renewable energy programs, and possibly

training or technical assistance concerning building code implementation or

133~ For IOOre information on these state energy RD&D agencies, see J. Harris et al., "Energy Efficiency Research,
Ue\l'eIOl:>ment and Demonstration: New Roles for U.S. States,U Energy Policy, pp. 1205-1216, December 1993,

134. 1995-96 Annual Report, New York State Energy Research and Development Authority, Albany, NY, 1996.

135. Top 75 NYSERDA R&D .ProgramAchievemeras, New York State Energy Research and Development Authority,
NY, 1996.
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improving industrial energy efficiency. In summary, a Sustainable Energy Development
Agency could be of great value in helping the Mid-Atlantic region achieve the economic and
environmental benefits outlined in this reportJD
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VU. CONCLUSION

Based on the analysis of the high-efficiency scenarios, it is clear that accelerated energy
efficiency improvements can help ensure that citizens and businesses in the Mid-Atlantic
region obtain energy-related services at the lowest possible overall cost. Total region-wide
expenditures for energy services (including energy efficiency expenditures) in 2010 are
projected to be about 20 percent lower in the high-efficiency scenario relative to the baseline
projections.

Moreover, accelerated energy efficiency investments would provide significant macroeconomic
and environmental benefits. For example, we estimate a net increase of 164,300 jobs in the
Mid-Atlantic region by 2010 as a result of pursuing the high-efficiency scenario. Those jobs
are equivalent to the employment supported directly indirectly by about 1,095 small
manufacturing plants throughout the region. This would represent a reduction in the region­
wide unemployment rate of about 1I) 1 percent in 2010.

On the environmental side, we estimate that the energy savings projected in this analysis will
reduce carbon dioxide emissions by 161 million short tons by the year 2010 (24 percent
reduction projected)o The high-efficiency scenario will also reduce emissions of sulfur dioxide
by 176 thousand short tons and nitrogen oxides by 227 thousand short tons. 136 In this way,
energy efficiency will help utilities and the individual states meet their Clean Air Act
requirements and national carbon stabilization goals defined in the Climate Change Action
Plan.!3?

Hence, energy efficiency investments are more than mere cost-cutting measurese They yield
both positive environmental benefits and net employment gains~ Given the additional net
employment and income that would be generated, energy efficiency investments should be
viewed as an important economic development strategy for the Mid-Atlantic region 0 138

136.. The emission estimates are based on the use of fuel-specific coefficients, which are multiplied by each of the
fuels consumed in each of the end-use sectors reviewed in this study ..

137$ As an example, in an analysis for a large Indiana electric utility, ACEEE found that an optimum DSM scenario
can reduce S02 emissions by 18.6 percent of the total required due to the 1990 Clean Air Act Amendments. See S.
Nadel et at, Using DSM to Help Meet Clean Air Act Targets: A Case Study of PSI Energy, American Council for
an Energy...Efficient Economy, Washington, DC, 1994.

138. A recent report evaluating the Clinton Administration's Climate Change Action Plan reached a similar
conclusion, noting that the plan could lead to as many as 260,000 more jobs for the United States in the year 2010.
See S. Laitner, The Climate Change Action Plan as an EcolWmic Development Strategy for the United States,
American Council for an Energy-Efficient Economy, Washington, DC, 1994.
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One important aspect of the high-efficiency scenario is that "it takes money to make money. "
In order to achieve the level of economic benefits illustrated in Table 9, policies must be
adopted and effectively implemented to encourage a $65.6 billion investment in the period
1997-2010. Averaged out over the 14-year period, this implies an average annual investment
of $4.7 billion - about 7 percent of the region' s current energy bill.

While the investment is modest in comparison with the anticipated energy expenditures in the
initial years, needed capital will exceed energy bill savings because the efficiency investments
will take an average of 3-5 years to pay for themselves. In fact, the cross-over point where
annual savings exceed annual investment will not occur until about the year 2000, assuming
that large-scale investments begin in 1997. Moreover, there are a number of behavioral and
institutional baniers inhibiting energy efficiency investments from approaching this scale in
the Mid-Atlantic region.

Overcoming these baniers and redirecting financial investments away from conventional
energy resources and towards energy efficiency measures will not occur without concerted
action by policy makers in each of the three states, along with critical support from the federal
government0

If the Mid-Atlantic region wishes to capture the full economic benefits of the high-efficiency
scenario, we suggest that a number of policies be adopted, including:

***

***

***

***

***

Strong policies to make sure that energy efficiency services playa major role a
restructured utility industry, including establishment of a systems benefit charge to
fund energy efficiency, low-income, and other public benefit programs, and
structuring remaining regulatory authority over distribution utilities so that these
utilities have incentives to pursue cost-effective investments in energy efficiency;

State-of-the-art building energy codes plus training and support for the effective
Iml)lelrnelltatlon of residential and commercial building codes;

Jifl,~_.lll.lI.A'lo.JrA.Il.1itJ4,& policies to improve the efficiency of the buildings sector, such as home
_AJ1.JII._J1._~"l.'" mortgage programs and equipment efficiency

Expanded technical and financial support to accelerate energy and process efficiency
industrial sector;

that improve the fuel economy of cars and light trucks, such as variable state
taxes on new vehicles based on fuel economy and purchase of 'best in class" vehicles

state fleets; and
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*** Creation of Sustainable Energy Development Agencies in New Jersey and
Pennsylvania that would complement the New York State Energy Research and
Development Authority and fund R&D, demonstration, economic development, and
promotion activities in support of energy efficiency and renewable energy
implementation.

These initiatives, along with other actions that can be taken to increase energy efficiency and
economic productivity, can help to ensure a healthier economy and a cleaner environment in
New York, New Jersey, and Pennsylvania in the coming decades&
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APPENDIX A

I. ECONOMIC PROFILE OF THE MIn-ATLANTIC REGION

A. Population and Income

The combined population of New York, New Jersey, and Pennsylvania rose slightly from 37.2
million people in 1970 to 38.1 million people in 1994. This represents a relatively small
increase of 2.5 percent in just over 20 years (i.e., -0.4 percent decrease in New York, 2.1
percent increase in Pennsylvania, and 10.2 percent increase in New Jersey). By comparison,
the U.S. population rose by 28 percent in that same period (1970-1994). A smaller population
growth might generally be taken as an indication of a smaller level of growth in energy use.
As we will see, this turns out to be the case for a variety of reasons&

As Table A-I indicates, approximately 20 percent of the regional population lives in rural
areas. This ranges from a low of 10.. 6 percent in New Jersey to a high of 31 .. 1 percent in
Pennsylvania. The regional average however, is slightly lower than the U&S& average of just
under 25 percent$

ble A-l~ Selected 1994 Economic a.nd Demographic Data

Cate 0

Population (ooos)

Rural Population (1990 percent of total)

Population Density (per square mile)

Persons Per Household

Per Capita Personal Income (current $)

260,341

24.8%
73.6

2.64

$21,809

38,125

19.5%

383

2.64
$25,260

New York

18,169

15.7%

384.7

2.64

$25,999

Source: The population data contained in this table is based on calculations from 1990 census data found in various tables
in the Statistical Abstract of the United States 1995. The Per Capita Personal Income data reflects values found in the

Business, 199.5.

total populations are viewed in terms of density per square mile, the region I s
average density of just more than 383 persons per square mile is more than five times greater
than that the United States as a whole.. Individually, New York's density is approximately
the same as the regional average, Pennsylvania is lower than the regional average but 307

the national average, and New Jersey's population density (second only to Washington,
C) is more than 14 times the U.S~ average $
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The average number of persons per household however, is the same for the United States and
the region. In spite of these similarities in household size, the more densely populated nature
of the region .... especially states like New Jersey with over 1,000 persons per square mile­
suggests that the region may consume less energy for its transportation uses than does the
United States as a whole.. Indeed, the per capita transportation energy consumption in the
region is only 76 percent of that for the nation as a wholee

In 1980, the region's average per capita personal income of $10,738 was approximately 8
percent above the average per capita income in the United Statese 139 By 1994, the region I s per
capita income increased to almost 16 percent more than the UeSe averagee This increase is the
result of slower population growth and sustainable growth in personal income (the two factors
used to estimate per capita personal income) for each of the states in the region ..

In an overall comparison with other states, New Jersey ranked second in per capita income in
1994, followed by New York at third, and Pennsylvania ranked 17the 140 Higher income
usually suggests that a state (or region) consumes more energy per capita than the national
average~ As it turns out, this is not true in the Mid-Atlantic region,. In fact, as we see later
in this appendix (see Table A-4), when all end-use sectors are considered, the state of New
York consumed approximately one-third less energy per capita than the UoSo as a whole, and
almost 21 percent less than the weighted average for the region $ Similarly, New Jersey
consumed more than 5 percent less than the D.S. average and Pennsylvania more than 6
percent less.

B$ Employment

regional economy supported a combined total of just over 20 million jobs in 19940 141

easured on a r capita basis, the regional employment level was 94 percent of the national
average, with the region's businesses providing 0053 jobs r resident compared with a U"S,.
to 056 j per resident" Individually, the states were fairly consistent, all providing

jobs per capita than e UeS@ average@ Ne Jersey provided the highest level of
employment at jobs capita, Pennsylvania provided 0,,53, and New York provided

139.. This value is bued on the sum of a population-based weighting for each of the states.

140. See the U.. S. Statistical Abstract 1995, op. cit., table 713.

141 .. The employment data that follows are provided by the Bureau of Economic Analysis, U.S. Department of
Commerce, Washington, DC, 1995. The data include wage and salaried employees as well as proprietors, self­
employed, farm workers, unpaid family workers, private household workers, and members of the Anned Forces.
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Figure A-I illustrates the employment intensities (iee., a measure of the number of persons
employed) in selected economic sectors within the region and the individual states" The figure

Figure A-!e 1994 Sectoral Employment Intensities

GvtSvcsFIRETradeTPUMrgCODst
0%

150% .....---------------------------,

.NJ~NY~PA

Notes: The economic sectors noted include: (1) construction (referenced as "Const") ......... businesses/contractors
involved in building, heavy construction, special trades and other construction activities; (2) businesses
involved in wholesale and retail trade ("trade"); (3) manufacturing ("Mfg") ......... businesses producing nondurable goods
such as food products, textile products, chemicals, etc., and durable goods such as lumber and wood products, glass
products, machinery, motor vehicles, etc.; (4) fmance, insurance, and real estate ("FIRE") ......... businesses involved
in banking, investment services, insurance and real estate; (5) transportation and public utilities C'TPU") .........
businesses involved in air and bus transportation, trucking and warehousing, pipelines, communications, and
electric, gas and sanitary services among others; (6) services ("Svcs") -- businesses providing any number of services
including: business, auto repair, recreational, household, health, legal, education, etc.; and (7) government ("Gvt")
- federal, state and local government including civilian and military enterprises. For more details on the specific

of business, products, or services within each of the respective sectors refer to the Standard Industrial
ClassijicationManual, Office of Management and Budget, Washington, DC, 1987. Sectoral employment intensities
are calculated from data published by the Bureau of Economic Analysis.
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indexes the region's combined per capita employment in each sector to that of the United
States as a whole.

Sectors having an employment intensity greater than 100 percent are those which provide more
jobs per capita compared to the same sectors within the United States. Similarly, those sectors
with an employment intensity less than 100 percent provide fewer jobs per capita compared
to those same sectors for the nation as a wholeo

As shown in Figure A- 1, the region has a strong and relatively diverse economic basee Three
of the seven employment sectors analyzed have an employment intensity that is greater than
that of the nation as a whole. The combined finance, insurance, and real estate industries
(FIRE) however, have the highest intensity -- 120 percent of the nation as a whole. New
York's FIRE industry employment leads the region at almost 135 percent of the UeSe levele
This is followed by New Jersey at 116 percent and Pennsylvania, significantly lower at 94
percent0

Other industries with high employment intensities in the respective states include services,
transportation and public utilities (TPU), and manufacturing. Services are strong in each of
the states, ranging from 110 percent of the national level in New York, to 104 percent in New
Jersey, and 101 percent in Pennsylvania& Transportation and public utilities have the highest
employment intensity in New Jersey (125 percent of the U.S. level) but are below the U.S ..
level in each of the other states. In Pennsylvania, manufacturing is the strongest industry with
an 110 percent of levels, yet it too is below U .. S 0 levels in the other states ..

The remainder of the economic sectors reviewed - construction, government, and trade - all
have employment intensities significantly lower (regionally and in each of the individual states)
compared with the United States as a whole.. Stated differently, although only three of the
seven industries noted Figure A-I have regional employment intensities equal to, or greater
than the UeSe as a whole, the com'bined number of employees in the more energy-intensive
industries is slightly higher than for the averagee

According to the Department of Energy, just six industries account for 84 percent of total
energy use manufacturing sectOf0 These include: food processing, chemicals, petroleum
refining, pulp and paper, primary metals, and stone, glass and clay products. 142 The region t s
employment intensity in these six industries is approximately 102 percent of the UoS .. average..
Normally, this suggests a level industrial use in the region approximately equal to that for

asa

142.. See "'Manufacturing Energy Consumption Survey Preliminary Estimates 1991," Monthly Energy Review,
Energy Information Administration, u.S. Department of Energy, Washington, DC, September 1993, pages 1-4.
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Pennsylvania has an employment intensity of 141 percent of the national level in the six
industries and has industrial energy consumption almost twice as high as either of the other
states in the region (see Table A-3 for more detail) .. Pennsylvania's industrial consumption
is the fifth highest in the U.S. New Jersey however, which also has a high employment
intensity in these industries (139 percent) ranks fifteenth in industrial energy use nationwide.
New York has a significantly lower employment intensity in these industries (61 percent) and
also has a lower industrial energy use, although greater (eleventh in the U.S.) than New
Jersey's. Thus, efficiency measures and programs addressed to industry in general and these
six industries in particular will be very important in Pennsylvania and New Jersey.

Ce Energy Intensity Indicators

A comparison of data on energy use per dollar of Gross State Product (GSP)143 offers
additional insights about the role of energy as part of the Mid-Atlantic economy. Table A-2
contains relevant data for the United States, the region, and each of the individual states.

As Table A-2 illustrates, the region's residents and businesses spent the equivalent of 6.8
percent of the region I s combined GSP on energy& 144 This ratio of energy expenditures to GSP
compares to the UoS. ratio of 7.9 percent& The state of Pennsylvania, however, spent the
equivalent of 801 percent of its GSP on energy. This ratio is slightly more than the U.S. as
a whole and considerably more than the other two states in the region. This is due in part to
the high energy use in the industrial sector and the relatively large energy consumption in the
state overall- almost as high as New York -- combined with a considerably lower GSP than
either of the other states. New York and New Jersey each spent lower percentages of their
GSP on energy expenditures, 5&9, and 7.2 percent, respectively.

Likewise, the level of energy intensity for the region as a whole (measured as the number of
Btus14S consumed J'er do of GSP) is also significantly lower - about 28 percent lower than
the U ~ level& ther words, every dollar of valued-added products generated in the region
Jl~III.III>Ji.Jl'll"'U less energy and a lower level spending for energy than the U~Se average~

143 & This refers to the total value of goods and services at market prices produced by the state's economy in a given
year & It includes the total purchases of goods and services by private consumers and government, gross private
domestic investment~ and net foreign trade&

144& This includes total expenditures for coal, natural gas, petroleum and electricity in the residential, commercial,
1OO1JlStnai!'ll and transportation sectors &

145.. Btus, or British Thermal Units, refers to the energy or heat value per unit quantity of fuels One Btu is the
quantity of heat needed to raise the temperature of 1 pound of water by 1 degree Fahrenheit at or near 39&2 degrees
Fahrenheit; or roughly equivalent to the amount of heat given off by one wooden kitchen match$
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Contrary to this lower level of energy intensity for the region as a whole, we once again see
that the state of Pennsylvania, with the second highest energy expenditures and second highest
Btu consumption in the region, has the highest energy intensity in the region. In other words,
Pennsylvania lags behind its Mid-Atlantic neighbors in overall energy efficiency. Still, this
level of intensity is only 97 percent of the national averagelO In fact, all of the states in the
region are below the national average, ranging from 12,976 Btus per dollar of asp in Penn­
sylvania to 10,613 in New Jersey (79 percent of national average), to a low of 7,233 in New
York (54 percent of national average).

Although the measure of energy used to produce economic output is not a direct indicator of
energy efficiency (i.e., industries can be efficient users of energy but still consume large
amounts of energy relative to other economic activities), it is interesting to note that each of
the Mid-Atlantic states uses less energy per dollar of output than the national average. The
three-state Mid-Atlantic region as a whole accounts for approximately 16.3 percent of the
nation es combined GSP and utilizes only 11.7 percent of the total energy consumed
nationwide 0

Table A....2. 1993 Energy Consumption Per Dollar of GSP

GSP
(Billion $)

Energy
Expenditures

(Billion $)

Energy
Expenditures
As % ofGSP

Energy
Consumption
(Trillion Btu)

Btus Per
Dollar GSP

United States

Region

New York

New Jersey

".I

$6,271 $493.3 7.9% 83,958 13,388

$1,022 $69.8 6.8% 9,790 9,574

$512 $30.4 5.9% 3,702 7,233

$228 $16.4 7.2% 2,422 10,613

$283 $23.0 8.1% 3,666 12,976

Source: The data in this table are a.dapted from the u.s. Department of Commerce, Bureau of Economic Analysis (BEA)
economic data, the Ener Information Administration's (EIA) State Energy Price and Expenditure Report 1993, and
the State Energy Data Repor11993. The GSP data have been updated from 1992 figures using published information
on personal income for 1993. All dollar values used in this table reflect current year totals.
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ll. REGIONAL ENERGY USE PATTERNS

A8 An Overview

Overall, total energy consumption in the region decreased approximately 5.2 percent between
1970 and 19939 The decreases ranged from 9.7 percent in Pennsylvania to 13~1 percent in
New York. Contrary to this trend of decreasing energy consumption in the region, New
Jersey actually increased its total energy consumption by more than 20 percent during this 23­
year period (consistent with the large increase in GSP and population)e

As Table A-3 indicates, a large portion of this decrease in energy consumption (for the region
as a whole and for New York) occurred by 1980. Since 1980 energy consumption in the
residential, commercial, and transportation sectors generally increased in each of the statese
The one exception is New York's transportation sector, which decreased energy consumption
by 12.6 percent in this period.

Energy consumption in the industrial sector (in all of the states) decreased substantially
between 1970 and 1993 reflecting primarily a decline in the number of manufacturing
establishments" The industrial sectors in both New York and Pennsylvania registered the
largest decreases in energy consumption -- almost 37 percent, New Jersey's industrial sector
decreased consumption by just over 6 percent~ Table A-3 shows that the decline in energy
consumption the industrial sector (31&4 percent as a region between 1970-1993) more than
offset the increases in the other sectors, and is largely responsible for the total decrease in
energy use in the regionq, This impact on the region t s total consumption is not surprising when
we consider that the industrial sector has consistently accounted for between 28 and 39 percent
of the region's energy consumption for the years noted~

When viewed on a per capita basis we see that total energy consumption in the region
decreased 7e2 percent during this same period& Consumption dropped from a high of 277
million s (MBtu) per capita 1970 to a low of 238 MBtus 1985, and then increased to
257 MBw 1993l> W York had the lowest per capita consumption in 1970 (234 MBtus),
decreasing to 190 MBtus 1985, and rising again by 1993 to 204 MBtus~ New York also
h decrease consumption (12.7 percent) during this period.

the other end, Pennsylvania had the highest per capita consumption (344 MBtus) in 1970.
Consumption decreased to 281 MBtus in 1985 and then increased again to 305 MBtus in 1993,

a t decrease of 11 percent. In spite of a brief decline in per capita consumption in
New Jersey in 1980, overall, per capita consumption (consistent with the increase in total

consumption) increased 10~5 percent from 279 MBtus in 1970 to 308 MBtus in 1993.

this decline in total and per capita energy consumption (in New York, New
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Jersey, and for the region as a whole) during the same period, each of the states (including
Pennsylvania) consumed less energy per capita in 1993 than did the nation as a whole. New
York consumed 37 percent less, New Jersey 5 percent less, and Pennsylvania 6 percent less.

As Table A-4 indicates, the region consumed 257e8 MBtu per person in 1993 compared to the
U.S. total of 325.7 MBtue If we were to translate this energy into an equivalent amount of
gasoline, it turns out that the region requires 2,061 gallons of gasoline equivalent per capita
per year compared with a nationwide requirement of 2,604 gallonso Even with the declines
noted above, the region's commercial sector (as a whole) consumed more energy per capita
than the U.S ~ average.

Taking the major end-use sectors one at a time, the residential sector requires slightly less
energy per capita in New York and New Jersey, 55.8 MBtu and 62 MBtus, respectively. This
compares with the national average of 6603 MBtus and Pennsylvania's 72.8 MBtus. This may
signify greater implementation of energy efficiency measures in both New York and New
Jersey (as a result of high energy prices) and/or a greater percentage of multifamily hOllsing&

Commercial sector energy use in the region (and in each of the states) is slightly higher than
the national average at 108 percent of the UG Se consumption" This is the result of both higher
heating requirements than the country as a whole, the use of air conditioning in most
commercial buildings and the large number of commercial buildings, especially in New York
and New Jersey" New Jersey's commercial sector has the highest per capita consumption in
the ion, using 64,,9 MBtuSe This compares with 57,,8 MBtus in New York and 45,,7 MBtus

Pennsylvania"

Unlike the commercial sector, per capita energy consumption in the industrial sector (72e2
MBtus) is only 60 percent of the DeS .. average per capita energy use" It is interesting to note
however, that while industri energy use per capita (for the region as a whole) is 40 percent
lower than the national average, manufacturing employment is only 10 percent lower than the
national average~

Consistent New York's low per capita energy consumption in the residential sector, per
capita sector (40~9 MBtus) is also the lowest in the region
and approximately one-third of the national level (119~3 MBtus)e New Jersey's industrial
sector has a per capita consumption more than twice (82~7 MBtus) that of New York but still
well below the national level" Similarly, Pennsylvania's per capita consumption in the
.!lI..l&£~'llIo&Y,&.III.A~JIl. sector is the highest the region (112~5 MBtus), but still only 94 percent of the
national average0

~JIl./Il,AJl£.!lI.1lIl4JII,. to the lower energy consumption in the residential and industrial sectors (compared
UaSi) average), the region's transportation sector (as a whole) is also lower, at 76

II-'~A'Il~&A~ of the U$S0 average0 This appears to be due primarily to significantly greater popu-
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Table A-3. Regional Energy Consumption 1970-1993
(In trillion Btu)

Annual Percent Change
Sector 1970 1975 1980 1985 1990 1993 1970-80 I 1980-93

RESIDENTIAL

Region 2,370.7 2,346.4 2,286.2 2,176.7 2,217.5 2,399.7 -0.36% 0.37%

New York 1,052.9 1,030.3 942.3 918.5 949.4 1,013.2 -1.10% 0.56%

New Jeney 487.0 487.8 476.9 465.7 470.8 510.2 -0.21 % 0.52%

Pennsylvania 830.8 828.3 867.0 792.5 197.3 876.3 0.43% 0.08%

COMMERCIAL

Region 1,645.3 1,598.7 1,722.4 1,767.8 2,001.4 2,087.8 0.46% 1.49%

New York: 939.5 874.9 896.8 926.4 1,013.9 1,050.1 -0.46% 1.22%

New Jersey 327.1 322.9 385.1 382.3 469.5 487.6 1.65% 1.83%

Pennsylvania 378.7 400.9 440.5 459.1 518.0 550.1 1.52% 1.72%

INDUSTRIAL

R.egion 4,000.4 3,379.8 3,351.4 2,506.5 2,622.2 2,745.1 -1.75% -1.52%

New York 1,174.1 933.6 915.5 699.8 698.7 741.6 -2.46% -1.61 %

New Jersey 692.7 582.0 657.4 507.8 523.9 650.2 -0.52% -0.08%

Pennsylvania 2,133.6 1,864.2 1,778.5 1,298.9 1,399.6 1,353.3 -1.80% -2.08%

TRANSPORTATION

Region 2,304.6 2,339.1 2,410.5 2,398.7 2,562.0 2,556.8 0.45% 0.45%

New York 1,093.7 1,050.2 1,026.5 842.4 922.8 896.8 -0.63% -1.03%

New Jersey 493.1 519.5 566.3 794.9 796.3 773.8 1.39% 2.43%

Pennsylvania 717.8 769.4 817.7 761.4 842.9 886.2 1.31 % 0.62%

TOTAL

Region 10,321.0 9,664.0 9,770.5 8,849.1 9,403.1 9,789.4 -0.55% 0.01 %

New York 4,260.2 3,889.0 3,781.1 3,387.1 3,584.8 3,701.7 -1.19% -0.16%

New Jersey 1,999.9 1,912.2 2,085.7 2,150.1 2,260.5 2,421.8 0.42% 1.16%

Pennsylvania 4060.9 3862.8 3903.7 3311.9 3551.8 3665.9 -0.39% -0.48%

PER eAPITA (MBtus)

Region 277 258 266 238 250 257 -0.43% -0.24%

New York 234 215 215 190 199 204 -0.81 % -0.42%

New Jersey 279 260 283 284 292 308 0.15% 0.65%

Pennsylvania 344 323 329 281 299 305 -0.45% -0.59%

POPULATION (OOOs)

Region 37,213 31,394 36,187 37,129 37,604 38,042 -0.12% 0.26%

New York 18,241 18,074 17,558 17,792 17,991 18,153 -0.38% 0.26%

New Jersey 7,111 7,359 7,365 7,566 1,730 7,859 0.27% 0.50%

Pennsylvania 11,801 11,961 11,864 11,771 11,883 12,030 0.05% 0.11 %

Source: The information in this table reflects primary rather than end-use energy consumption. The data are derived from data in the;
Sune Energy Data Report 1993 and the Statistical Abstract ofthe United Stales 1995.
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Table A-4. A Comparison of 1993 Per Capita Energy Consumption
(In Million Btus)

I Residential I Commercial I Industrial I Transportation I Total

United States 66.3 51.3 119.3 88.8 325.7

Region 62.5 55.5 72.2 67.2 257.3

New York 55.8 57.8 40.9 49.4 203.9

New Jersey 62.0 64.9 82.7 98.5 308.2

Pennsylvania 72.8 45.7 112.5 73.7 304.7

Region as Percent of
United States 94% 108% 60% 76% 79%

Source: The information in this table is derived from data in the State Energy Data Report 1993, and the Statistical Abstract ofthe United
StaleS 1995. Regional estimates are based on the sum of a population-based weighting for each of the states.

lation densities in the region (as noted earlier) and the use of mass transito Nevertheless, New
Jersey's per capita consumption 'of 98 ..5 MBtus is actually greater than the national level of
8838 MBtuSe Both New York and Pennsylvania have per capita consumption levels well below
New Jersey's and the national level, 4ge4 MBtus and 7307 MBtus, respectively"

Energy Expenditures

1993 the Mid-Atlantic region as a whole used about percent less energy per capita than
did t United States as a whole~ As Table A-5 shows, the average energy price in each of
the states was higher in the region compared to the U~S~ Electricity prices in New York were
the second highest the nation.. though not as high, New Jersey and Pennsylvania both had
electricity prices far ove the national averageo

prices for natural gas, coal, and motor gasoline were also above the national
averages states (with exception of petroleum in New Jersey) .. These
higher prices prob ly contribute to the lower energy consumption in the region relative to
national averages" As a result of these generally higher prices and lower consumption levels,
the region's per capita energy in 1993 was $1,834, approximately 0.4 percent lower than

Ji.AMQ..JlVAAII!'oU average of $1 ,9140

in the region was 1005 percent higher than the national average 0 The end
families and businesses in the region spent approximately 13 percent less of the

Mid-Atlantic Region Energy Efficiency Page A-10



Table A-S. 1993 Regional Energy Prices
(In Dollars per Million Btu)

ICoal INatural Gas IMotor Gasoline IPetroleum IElectricity IAveraae

New York $1.56 $6.00 $9.30 7~15 $31.43 $11.05

New Jersey $1.75 $5.07 $9.09 6.44 $29.31 $8.87

Pennsylvania $1 ..50 $S~33 $9.27 7.63 $23.26 $8.63

United States $1.43 $4.16 $9.07 7.09 $20.38 $8.42

Notes: Data derived from the State Energy Price and Expenditure Report 1993. Average price refers to all fuels for all
end-use sectors (Le., residential, commercial, industrial, and transportation).

region's GSP for energy than did the average U.S. resident or business. 146 The region's total
energy expenditure was $69.8 billion in 1993. This is 12 .. 7 percent larger than the region's
combined collection of state income and sales taxes in 1993. 147

Table A-6 provides a breakdown of total energy expenditures by fuel type and end-use sector.
The expenditures are divided between coal, natural gas, petroleum, and electricity ~ 148The data
indicate that the residents and businesses in each of the states in the region spent between 82
and 83 percent of their total energy expenditures on petroleum and electricity &

The transportation sector was the largest energy user in dollar terms in both New Jersey and
Pennsylvania. These expenditures, primarily for petroleum, accounted for almost one-third
of each state's 1993 total energy expenditures, $5G3 billion and $7~2 billion, respectively~ The
residential sector was the largest energy user in New York however, spending more than $9&9
billion 0 More than half of these residential expenditures were for electricity & This is in part

to the large residential sector and high electricity prices noted earliere

146.. The state's total energy expenditures for 1993 are based on the State Energy Price atul Expetuliture Report
1993, op.. cit.. The population and income data are taken from the Survey of Current Business, August 1995 and the
Statistical Abstract ofthe United States 1995, op.. cit.

147~ According to the published data, the three-state region collected a combined $60.9 billion in state income and
sales taxes in 1993.. See Statistical Abstract ofthe United States 1995, Table 492, Ope cit.

148.. Utility expenditures for coal, natural gas, and petroleum, along with other costs of providing electricity, are
included in the electricity column..
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Following transportation in New Jersey and Pennsylvania, the residential sectors in each state
accounted for between 27 and 30 percent of total energy expenditures, respectively. In New
York, the commercial sector was the second largest energy user in dollar terms, accounting
for S8.7 billion or approximately 29 percent of the state's total energy expenditures.

The commercial sector had the third largest energy expenditures in New Jersey, accounting
for just over 23 percent of total expenditures. This was followed by industrial expenditures
which totaled almost $2.9 billion or 17.5 percent.

Industrial sector energy expenditures were the third highest energy expenditures in
Pennsylvania (22.3 percent) followed by commercial sector expenditures of $3.8 billion (16.7
percent). Transportation expenditures were the third highest expenditure in New York (26.4
percent) followed by industrial sector expenditures (12.2 percent).
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Table A-6. 1993 Regional End-Use Expenditures by Sector and Fuel
(in Millions of Current Dollars)

Sector I Coal I Natural Gas I Petroleum I Electricity I Total

RESIDENTIAL

Region $54.0 $6,338.3 $3,083.1 $11,729.1 $21,204.5

New York $9.5 $3,131.4 $1,536.0 $5,256.1 $9,933.0

New Jersey $0.3 $1,367.0 $553.4 $2,514.0 $4,434.7

Pennsylvania $44.2 $1,839.9 $993.7 $3,959.0 $6,836.8

COMMERCIAL

Region $24.9 $2,871.3 $1,323.3 $12,130.1 $16,349.6

New York $4.6 $1,359.8 $864.4 $6,495.0 $8,723.8

New Jersey $0.1 $722.1 $227.1 $2,842.2 $3,791.5

Pennsylvania $20.2 $789.4 $231.8 $2,792.9 $3,834.3

INDUSTRIAL

Region $762.2 $2,386.8 $2,751.1 $5,805.5 $11,705.6

New York $129.2 $829.3 $732.9 $2,012.0 $3,703.4

New Jersey $8.3 $668.6 $1,042.9 $1,149.8 $2,869.6

Pemlsylvania $624.7 $888.9 $975.3 $2,643.7 $5,132.6

TRANSPORTATION

Region $0.0 $0.0 $20,249.7 $250.0 $20,499.7

New York $0.0 $0.0 $7,809.5 $198.1 $8,007.6

New Jersey $0.0 $0.0 $5,294.3 $17.8 $5,312.1

Pennsylvania $0.0 $0.0 $7,145.9 $34.1 $7,180.0

TOTAL EXPENDITURES

Region $841.1 $11,596.4 $27,407.2 $29,914.7 $69,759.4

New York $143.3 $5,320.5 $10,942.8 $13,961.2 $30,367.8

New Jersey $8.7 $2,757.7 $7,117.7 $6,523.8 $16,407.9

Pennsylvania $689.1 $3,518.2 $9,346.7 $9,429.7 $22,983.7

Source: This information is based on data contained in the Energy Information Administration's State Energy Price and
Expenditure Report 1993. Based on this EIA reporting format agricultural uses are included in the industrial class together
with mining, construction and manufacturing. Government uses are included with the commercial uses, together with
trade and service industries.
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APPENDIXB

Residential and non residential building prototypes were developed using the DOE-201E
building energy simulation computer program. The DOE-2.1E prototypes were used to
evaluate energy savings estimates for a number of energy efficiency measures. The following
measures could not be evaluated using DOE-2: steam distribution package; furnace
fan/thermostat adjustment; duct sealing; and duct insulation. Energy savings for these
measures are extrapolated from measured data. Building prototypes were developed using data
from the Gas Research Institute (OR! 1991), Lawrence Berkeley Laboratory, Orange and
Rockland (OR 1995), and NYSERDA (1989, 1994). Eight non residential and fOUf residential
building prototypes were developed.

Existing Medium Office
New Medium Office
Existing Medium Retail
New Medium Retail
Existing School

New School
Existing Warehouse
New Warehouse

Residential
1. Existing Multifamily Apartment (Gas Boiler/RAe)
2. Existing Multifamily Apartment (Elec. Heat/RAe)
3. New Multifamily Townhouse (Heat Pump)
4. New Multifamily Townhouse (Gas Fum./CAe)
5. Existing Single Family Detached (Gas

Fum./CAC)
6. New Single Family Detached (Gas Furn./CAC)

Section B-1 provides a brief description of each building prototype. Section B-2 provides a
description of each energy efficiency measure. At the end of this appendix are a set of tables
that provide for each building prototype percentage gas and electric energy savings, total
specific gas and electric use sf, KBtu/st), energy efficiency measure costs per unit, units
per uare foot of floor area, marginal cost of saved energy (eSE, $/MMBtu), average eSE,
and estimated measure

Also attach is a table summarizing the analysis of potential efficiency improvements for
_VIlO'JlI.JI"(IioJIl>JII~_'lIol"''''' and an ysis of energy and financial savings fro adopting the BOCA 1996
building c e three states.

B-l$ DOE-2*lE BUILDING PROTOTYPES

'I!IlJlII£""lIi"lII __ Medium Office

existing medium office prototype is a three-story building with 60,000 square feet of
VV'&II'll!.&Ul.W'V.aA\l~floor area0 The base case has no insulation in the walls and an average of R-2.6

the roofo Peak lighting intensity is 2.0 W/sf and the peak equipment intensity is
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1.2 W/sf. Windows are metal frame single-pane with a U-value of 1.11 Btu/hr-ft2-F and a
shading coefficient of 0.83. The window-to-wall area ratio is 0.25, floor to ceiling height is
10 ft, and floors are medium weight (70 Ib/ef). Peak occupancy level is 275 sf/person. The
HVAC system is a reheat fan system serving two zones per floor (perimeter and core) with
a 70 hp fan supply fan and a 23 hp return fan. Chilled water is provided by two 75 ton
hermetic reciprocating chillers (3.82 COP, 150 tons total). Heat rejection is accomplished
with two induced-draft cooling towers with a total capacity of 190 tons. Space heating is
provided by two 75 percent efficient hot water boilers with a total capacity of 3,500 kBtu/hr.
Occupancy, lighting, miscellaneous equipment, and service hot water schedules and minimum
outdoor air ventilation requirements are taken from ASHRAE (ASHRAE 1989, ASHRAE
1989a).

New Medium Office

The new medium office prototype is a three-story building with 60,000 square feet of
conditioned floor area. The base case has metal-frame walls with nominal R-ll (R-5.5)
insulation and R-19 insulation in the ceiling. Peak lighting intensity is 1.76 W/sf and the peak
equipment intensity is 1.2 W/sf. Windows are metal frame double-pane with a U-value of

7 Btu/hr-ft2-F and a shading coefficient of 0.72. The window-to-wall area ratio is 0.25,
r to ceiling height is 10 ft, and floors are medium weight (70 lb/et). Peak occupancy level

is 275 sf/person & The HVAC system is a variable air volume (VAV) system serving two
zones per floor (perimeter and core) with a 55 hp fan supply fan and a 18 hp return fan.
Chilled water is provided by two 65 ton hermetic centrifugal chillers (4.23 COP, 130 tons
total). Heat rejection is accomplished with two induced-draft cooling towers with a total
capacity of 165 tons. Space heating is provided by two 80 percent efficient hot water boilers
with a total capacity of 3,875 kBtu/hr. Occupancy, lighting, miscellaneous equipment, and
service hot water schedules and minimum outdoor air ventilation requirements are taken from
ASHRAE (ASHRAE 1989, ASHRAE 1989a)o

Existing Medium Retail

'It!lIl''IWb&.''-'IIWIL&,,"J!q retail prototype is a one story building with 10,000 square feet of conditioned
areal> base case has insulation in the walls and R-l1 insulation in the roof. Peak

lighting intensity is 2l>1 W/sf and peak equipment intensity is 0.25 W/sf. The windows are
metal frame single-pane with a V-value of 1.11 Btu/hr-ft2-F and a shading coefficient of 0.83.
Window-to-wall area ratio is 0.17, floor to ceiling height is 15 ft, floor weight is medium (60

f)0 k occupancy level is 300 sf/person. The HVAC system consists of two (2)
packaged single-zone (PSZ) systems with total cooling capacity of 25 tons and total gas
furnace heating capacity of 480 kBtu/hre The PSZ system serving the northeast zone has a 2.4

the PSZ system serving the southwest zone has a 3.0 hp fan. Occupancy, lighting,
miscellaneous equipment, and service hot water schedules and minimum outdoor air
ventilation requirements are taken from ASHRAE (ASHRAE 1989, ASHRAE 1989a)Q
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New Medium Retail

The new retail prototype is a one story building with 10,000 square feet of conditioned floor
area. The base case has metal-frame walls with nominal R-l1 (R-5.5) insulation and R-19
insulation in the ceiling. Peak lighting intensity is 1.76 W/sf and peak equipment intensity is
0.25 W/sf. The windows are metal frame double-pane with a U-value of 0.57 Btu/hr-ft2-F
and a shading coefficient of 0.72. Window-to-wall area ratio is 0.17, floor to ceiling height
is 15 ft, floor weight is medium (60 Ib/ef). Peak occupancy level is 300 sf/person. The
HVAC system consists of two (2) packaged single-zone (PSZ) systems with total cooling
capacity of 20 ton and total gas furnace heating capacity of 390 kBtu/hr 1> The PSZ system
serving the northeast zone has a 1.9 hp fan and the PSZ system serving the southwest zone has
a 2.4 hp fan. Occupancy, lighting, miscellaneous equipment, and service hot water schedules
and minimum outdoor air ventilation requirements are taken from ASHRAE (ASHRAE 1989,
ASHRAE 1989a).

Existing School

The existing school prototype is a two story building with 240,000 square feet of conditioned
floor area~ The base case has no insulation in the walls and R-3~3 insulation in the roof$ Peak
lighting intensity is 2.4 W/sfin the classrooms, library, kitchen, and dining areas, 0.65 /sf

the gym, and O~8 W/sf in the auditorium~ Peak electric equipment intensity is O~05 W/sf
the classrooms, 00025 W/sf in the library and auditorium, 0.02 W/sf in the gym, O~04 W/sf
the dining room and 5 W/sf in the kitcheno Peak gas equipment intensity is 148 Btu/hr-sf
the kitchen~ The windows are metal frame single-pane with a U-value of 1~ 11 Btu/hr-ft2-F

and a shading coefficient of 0.830 The overall window-to-wall area ratio is 0.13. The
window-to-wall ratio is 0.2 in classrooms, O~4 in the dining and library rooms, and no
windows in the auditorium, gym, and kitchen0 floor to ceiling height is 10ft in all rooms
except the gym and au onum that have 32 ft ceiling height0 Floor weight is medium (60
Ib/cf)~ Average occupancy level is 8605 sf/person. All zones are served by packaged
air conditioning and heating systemse Heat is provided by two 75 percent efficient hot water
boilers with total capacity of 11,054 kBtu/hre Total cooling capacity is 861 tons and the

is 1~ Occupancy, lighting, miscellaneous equipment, and service hot water
schedules and minimum outdoor air ventilation requirements are taken from ASHRAE
(ASHRAE 1989, ASHRAE 1989a)~

New S 001

new school prototype is a two story building with 240,000 square feet of conditioned floor
area~ base case has metal-frame walls with nominal R-l1 (R-5.5) insulation and R-19
insulation the ceiling 0 Peak lighting intensity is 2.1 WIsf in the classrooms, library,
.Ii.~"''ll'''AA'lilIo''ll''4ll and dining areas, O~65 W/sf in the gym, and 0.8 W/sf in the auditorium. Peak
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electric equipment intensity is 0&05 W/sf in the classrooms, 0&025 W/sf in the library and
auditorium, 0.02 W/sf in e gym, 0.04 W/sf in the dining room and 5 W/sf in the kitchen.
Peak gas equipment intensity is 148 Btu/hr-sf in the kitchen* The windows are metal frame
double-pane with a U-value of 0.57 Btu/hr-ft2-F and a shading coefficient of 0.71* The
overall window-to-wall area ratio is 0.13. The window-lo-wall ratio is 0.2 in classrooms, 0.4
in the dining and library rooms, and no windows in the auditorium, gym, and kitchen* The
floor to ceiling height is 10 ft in all rooms except the gym and auditorium that have 32 ft
ceiling height. Floor weight is medium (60Ib/ct). Average peak occupancy level is 86.5
sf/person. All zones are served by packaged air conditioning and heating systems. Heat is
provided by two 80 percent efficient hot water boilers with total capacity of 9,934 kBtu/hr.
Total cooling capacity is 832 tons and the average EER is 8.5. Occupancy, lighting,
miscellaneous equipment, and service hot water schedules and minimum outdoor air
ventilation requirements are taken from ASHRAE (ASHRAE 1989, ASHRAE 1989a)$

Existing Warehouse

The existing warehouse prototype is a one story building with 25,000 total square feet of
conditioned floor area (22,875 warehouse and 2,125 office)$ The base case has no insulation
in e walls and R-5$3 insulation in the roof~ Peak lighting intensity is 1559 W/sf in the
warehouse area and 1$76 Isf in the office areao Peak equipment intensity is 0.10 W/sf in
the warehouse area and 0075 W/sf in the office area. The windows are metal frame single­
pane with a U-value of 1.11 Btu/hr-ft2-F and a shading coefficient of 0583. There are no
windows the warehouse and the window-to-wall area ratio in the office is 0.26. Floor to
ceiling height is 25 ft in the warehouse and 10 ft in the office, floor weight is medium (60
Ib/cf) $ Peak occupancy is 15,000 sflperson in the warehouse and 275 sflperson in the office$
The HVAC system consists of two (2) packaged single-zone (PSZ) systems one for the
warehouse and one for the office. The warehouse PSZ has 50 tons cooling capacity and 1100
kBt gas fumace$ The office PSZ has 7&5 ton cooling capacity and a 140 kBtu/hr gas
furnacee Base cooling EER is 8$1 and furnace efficiency is 75 %0 Occupancy, lighting,
miscellaneous equipment, and service hot water schedules and minimum outdoor air
ventilation requirements are taken from ASHRAE (ASHRAE 1989, ASHRAE 1989a)&

New Warehouse

The new warehouse prototype is a one story building with 25,000 total square feet of
conditioned floor area (22,875 warehouse and 2,125 office). The base case has metal-frame
walls with nominal R-ll (R-5&5) insulation and R-l1 insulation in the ceiling. Peak lighting
intensity 1959 W/sf in the warehouse area and 1.76 W/sf in the office areae Peak
equipment intensity is 0.10 W/sf in the warehouse area and 0.75 Wlsf in the office area. The
~'lI!1"lI~"i!n"&'lI(l!71l1:" are metal frame double-pane with a U-value of 0.57 Btu/hr-ft2-F and a shading
coefficient of 0$71 There are no windows in the warehouse and the window-to-wall area
ratio in the office is 0$260 Floor to ceiling height is 25 ft in the warehouse and 10 ft in the
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office, floor weight is medium (60 lb/cf). Peak occupancy is 15,000 sf/person in the
warehouse and 275 sf/person in the office. The HVAC system consists of two (2) packaged
single-zone (pSZ) systems one for the warehouse and one for the office. The warehouse PSZ
has 37 tons cooling capacity and 800 kBtu/hr gas furnace. The office PSZ has 5.5 ton
cooling capacity and a 100 kBtu/hr gas furnace. The base air conditioning EER is 8.5 and
furnace efficiency is 80%. Occupancy, lighting, miscellaneous equipment, and service hot
water schedules and minimum outdoor air ventilation requirements are taken from ASHRAE
(ASHRAE 1989, ASHRAE 1989a).

Existing Multifamily Apartment (Gas Boiler/RAe)

The existing multifamily apartment prototype is a three-story building with eighteen
apartments. Each apartment is 900 sf with a total of 18,216 square feet of conditioned floor
area. Construction is masonry veneer over wood frame. The base case has no insulation in
the walls and ceiling. Peak lighting intensity is 0.9 W/sf and the peak intemalloads are 2
Btu/hr-ft2. Windows are metal frame single pane having a U-value of 1.09 Btu/hr-ft2-F and
a shading coefficient of 0.95. The window-to-wall area ratio is O~20, floor to ceiling height
is 8 fta Peak occupancy level is 2 persons per unit. Infiltration is 0.7 AeR. Heating is
provided by steam radiators in each unit and a 60 percent efficient central steam boiler with
total capacity of 1,000 kBtu/hr. Each unit has a 2 ton 8 EER room air conditioner (RAe).
Occupancy, lighting, miscellaneous equipment, and domestic hot water schedules and
minimum outdoor air ventilation requirements are taken from ASHRAE (ASHRAE 1989,
ASHRAE 1989a). Heating setpoint is 68 F and setback is 64 F from 10 PM to 6 AM (at
night) and 10 AM to 4 PM (during the day). Cooling setpoint is 76 F and setforward is 84
F from 9 AM to 5 PM.

Existing Multifamily Apartment (Electric Heat/RAe)

Same as above, but base case has R-12 ceiling insulation, and each unit has electric baseboard
heat rather than steam radiators~

New Multifamily Townhouse (Gas Furnace/CAe)

new multifamily townhouse apartment prototype has ten two-story units and each unit is
1200 Sf0 Construction is wood frame~ The base case has R-13 wall insulation, R-19 floor
insulation, and R-30 ceiling insulation. Peak lighting intensity is 0.9 W/sf and the peak
'Il'Ml1ho.1f""II"\f"'A1 loads are 2 Btu/hr-ft2. Windows are metal frame double pane having a U-value of
O~57 Btu/hr-ft2-F and a shading coefficient of 0.88. The window-to-wall area ratio is 0.14,
floor to ceiling height is 8 ft. Peak occupancy level is 2 persons per unit. Infiltration is 0.6

Each unit has a separate central air conditioner and heating system. The heating
system is a heat pump with heating capacity of 60 kBtu/hr and electric resistance supplemental
heating capacity of 120 kBtu/hr capacity. Heating is provided by a gas forced-air furnace with
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heating capacity of 60 kBtu/hr and an annual fuel utilization efficiency (AFUE) rating of 78
percent. Cooling is provided by a 3.5 ton central air conditioner with a 10 seasonal energy
efficiency ratio (SEER). Occupancy, lighting, miscellaneous equipment, and domestic hot
water schedules and minimum outdoor air ventilation requirements are taken from ASHRAE
(ASHRAE 1989, ASHRAE 1989a). Heating setpoint is 68 F and setback is 64 F from 10 PM
to 6 AM (at night) and 10 AM to 4 PM (during the day). Cooling setpoint is 76 F and
setforward is 84 F from 9 AM to 5 PM.

New Multifamily Townhouse (Hea.t Pump)

Same as above, except each unit has a separate heat pump system for cooling and heating4 The
heating system is a heat pump with heating capacity of 46 kBtu/hr and electric resistance
supplemental heating capacity of 60 kBtu/hr capacity 0 The base heat pump has a heating
season performance factor (HSPF) of 6.8. In air conditioning mode the heat pump has 3.5
tons of cooling capacity with a 10 SEER.

Existing Single Family Detached (Gas Furnace/CAe)

The existing single family detached prototype is a two-story building with 1,600 square feet
of conditioned floor area0 Construction is wood frame with a basements The base case has
R-3 insulation in the walls and R-13 ceiling insulation in the roofo Peak lighting intensity is
O~9 W/sf and the peak internal loads are 1015 Btu/hr-ft20 Windows are wood frame with
storms having a U-value of 0057 Btu/hr-ft2-F and a shading coefficient of 0.880 The window­
to-wall area ratio is 0018, floor to ceiling height is 8 fto Peak occupancy level is 3 personso
Infiltration is 007 AeRo Heating is provided by a gas forced-air furnace with heating capacity

120 kBtu/hr and an AFUE rating of 75 percent. Cooling is provided by a 5 ton central air
conditioner with an 8.1 SEERo Heating setpoint is 70 F and setback is 64 F from 10 PM to
6 (at night) and 10 AM to 4 PM (during the day)o Cooling setpoint is 76 F and setforward
is 84 F from 9 AM to 5 PM.

New Single Family Detached (Gas Furnace/CAe)

new family detached prototype is a two-story building with 1,600 square feet of
conditioned floor areao Construction is wood frame with a basement. The base case has R-13
wall insulation, R-ll floor insulation, and R-30 ceiling insulation. Peak lighting intensity is
009 W/sf and the peak internal loads are 2 Btu/hr-ft2. Windows are vinyl frame double pane

a of 0.57 Btu/hr-ft2-F and a shading coefficient of 0.88. The window-to-wall
area ratio is 0018, floor to ceiling height is 8 ft. Peak occupancy level is 2 persons per unit.
Infiltration is 006 ACH. Heating is provided by a gas forced-air furnace with heating capacity

kBtu/hr and an AFUE rating of 82 percent. Cooling is provided by a 5 ton central air
~&l'~.l'l.~.1i.1IlloJllA'ilI#.& with a 10 SEER. Heating setpoint is 70 F and setback is 64 F from 10 PM to 6
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AM (at night) and 10 AM to 4 PM (during the day)3 Cooling setpoint is 76 F and setforward
is 84 F from 9 AM to 5 PMe

B-2. MEASURE DESCRIPrION

Efficient Office Equipment

Measure Description. The energy efficient office equipment measure consists of replacing
inefficient computers, video display terminals (VDTs), and printers with high-efficiency
products 9 EPA's Energy Star program in cooperation with major electronic manufacturers is
hastening the evolution towards more energy efficient electronic office equipment9 At this
time all personal computer manufacturers (such as Apple, IB ,Compaq, Dell, Micron,
Hewlett ckard) sell EPA certified Energy Star products. These products include portable
laptops that plug into desktop "docking" systems, VDTs, desktop computers and printers that
have a low-energy "sleep" mode (when inactive for a predetermined period of time)G When
the market is saturated (in 2-4 years), these innovative products will reduce office equipment
energy use by approximately 63 % compared to average components used today ..

Base Case Equipment Power Density Levels@! Baseline prototypical office equipment power
density levels (1 .. 2 W/sf) for new and existing buildings are based on America's Energy
Choices (Ues 1992)e The tables provide base case office equipment power density levels for
each building prototype and vintagee

Incremental Cost.. Incremental cost for efficient office equipment is assumed negligible due
to EPA's cooperative Energy Star program and the general trend towards more energy
efficient office technologies (E...Source 1990) 0

Measure DescriptioD@ The energy efficient lighting measure consists of replacing the
stan fluorescent fixtures, mps, and ballasts with high efficiency components.. The high

com nents are typically fixtures with specular reflectors, tri-phosphor T-8 lamps
W), electronic ballasts0 Incandescent lighting fixtures are replaced with IR halogen

lamps or compact fluorescent lamps where appropriate a Efficient lighting power density
rNIsf) is based on America's Energy Choices (DeS 1992)$

Base Case Lighting Levels~ Baseline prototypical lighting levels rNlsf) for new and existing
buildings are based on America's Energy Choices (DeS 1992)a The tables provide base case
..aA~JllJll,Oj,o.;lI,Jll'IlJwvl. levels for each building prototype and vintageo
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Incremental Cost. The average incremental cost for efficient lighting is $37 per fixture for
existing construction and $29 per fixture for new construction (XEN 1992).

Wan, Ceiling/Roof Insulation

Measure Description. Installing fiberglass or cellulose insulation material in floor, wall or
roof cavities will reduce heat transfer across these surfaces. The type of building construction
limits insulation possibilities. Choice of insulation material will vary depending on the wall
or roof construction type. Wall construction types include, but are not limited to, mass walls,
metal frame walls, wood frame walls, curtain walls, precast concrete panels, and tilt-duct
concrete panels. Nominal R-values are used as the performance factor for insulation levels.
For each commercial building prototype, the assumed overall wall or ceiling R-value are given
followed by the nominal R-value for cavities (given in parentheses). The overall R-values
include the thermal resistances of construction layers (gypsum, air gaps, framing, sheathing,
concrete, roofing, etc.) ..

Base Case Insulation Levelse Assumed prototypical insulation levels for existing buildings
are based on survey data 0 The tables provide base case insulation levels for each building
prototype and vintageG

Wall Insulation in Metal Frame Walls& Insulation installed in metal frame walls will have
an effective R-value that is about 50% less than the nominal R-value of the insulation (CEC
1992)0 This is due to the high thermal conductance of metal framing relative to wood
framing & our analysis we conservatively assumed metal frame walls exist in all new non
residential construction~

Incremental Cost$ Insulation costs are greater for retrofit installations where blown-in
insulation is typically the only option~ Assumed costs for insulation are shown in Table B-1
(XEN 1992)~

Windows

Measure energy performance parameters for windows are U­
value, shading coefficient, visible light transmission and air leakage. The window U-value
will vary as a function of the number of panes, gap thickness, gap fill (air or inert gas),
presence of low-emissivity (low-e) coatings, and frame type. The shading coefficient and
visible transmission will vary as a function of glass type and low-e coatings. Air leakage will
depend on the type of frame and window design (casement Ys. slider).

Base Case Windows@ For non residential prototypes, base case windows are assumed to be
metal frames. For residential prototypes, base case windows are assumed
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to be single-pane wood windows with storm windows. V-values and shading coefficients for
each prototype are given in the tables.

Double Pane, No Thermal Break (NTB). Replacing single pane with double pane windows
reduces the V-value and heat transfer by 40%. This also reduces the shading coefficient, solar
heat gain and the cooling load.

Double Pane, Thermal Break (TB). A metal window frame acts like a short circuit to heat
transfer. Adding a thermal break to the metal frame will reduce the overall V-value by about
20%.

Double Pane Low-e, NTB and TBIO Adding a low-e coating will improve the V-value by
about 15 %. The low-e coating will also provide a better shading coefficient than standard
double pane glass while maintaining good visible light transmission. High performance low-e
coatings cost more but provide much more flexibility and savings potential. Window
manufacturers have different techniques of adding the low-e coating. Some manufacturers use
low-e coated thin film plastic suspended between the double panes, some use "soft" low-e
sputter coatings added to the inside of the outside lite, some use "hard" low-e pyrolytic
coatings that can be added to either the inside or outside lite. Adding a thermal break provides
even more savings at a slightly higher cost

Incremental Costs and Window Performance Characteristicse The V-values, shading
coefficients and costs for all window types evaluated in the study are shown in Table B-2
along with assumed costs per square foot. The V-values and shading coefficients were
calculated using the WINDOW 4.0 computer program (LBL 1992). Costs are based on Eley
1990 and the XENERGY Measure Cost Study (XEN 1992). Retrofit costs include labor
which is roughly equal to the cost of the window, effectively doubling the retrofit cost
compared to new construction.

Efficient HVAC Retrofit

efficient retrofit consists of the following three measures.

1. Variable speed drive (VSD) fan control; VSD fan control provides a method to vary the
amount of constant temperature air delivered to the space. Other less efficient methods
to create a variable air volume (VAV) system involve the use of fan inlet (vortex)
dampers or discharge damper control. Terminal sections may be single duct variable
volume units with or without reheat, controlled by space thermostats. VAV systems
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Table B-le Insulation Costs.

of Insulation

Retrofit
Cost
$/sf

New
Cost
$/sf

Wall Insulation
R-8 (R-4 for metal frame)
R-l1 (R-5.5 for metal frame)
R-19 (R-9a5 metal frame)

0.91
1.00
1.25

0.23
0925
0.35

Ceiling Insulation
R-4
R-8
R-ll
R-19
R-30

0.21
0.25
0.27
0.37
0.48

0.19
0.23
0.25
0.35
0.46

Table B-2l& Window Costs and Performance Data~

Shading
Retrofit New

V-value Cost Cost
Window Description Btu/hr-sf

Coefficien
$/sf $/sf

t

Base Case; single
1.000 0.850

frame

Double pane, no thermal break 0.570 0.710 9.424.71

0.500 13.32 6.66

Double pane no thermal
0.453 0.287 14.30 7.15

break

thermal
break (residential)

0.304 0.650 18.20 9.10

pane, Low-e, thermal
commercial

0.304 0.330 18.20 9.10
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reduce energy use by reducing the volume of air handled by the entire system as a function
of the air required to meet the needs of the warmest or coolest zone. When the space
demands peak cooling the fan operates at full speed (and/or VAV dampers are fully
opened). When less cooling is required the fan operates at low speed and the primary air
flow to the space is reduced to the minimum flow rate. When in space heating mode, the
supply air flow is held at the minimum flow rate reducing the heating energy use. There
are many VAV system variations, such as VAV with reheat, VAV dual duct, VAV dual
fan/dual duct, VAV with fan-powered boxes, etc. All of these are multiple zone systems.
It is not generally practical nor desirable to use VAV for a single zone building such as
a supermarket or warehouse. These types of buildings typically have constant-volume
variable-temperature packaged single zone HVAC systems.

2. High efficiency fans; Overall fan efficiency is the multiplicative product of the fan motor
and fan blade efficiencies. This study assumes that overall fan efficiency can be improved
from 55 percent to 70 percent.

3. High efficiency chiller; This study assumes the high efficiency chiller is 6.3 COP (0.56
kW/ton). California's Title 24 Energy Efficiency Standards (CEC 1992) and the
ASHRAE Standard 90.1-1989 (ASHRAE 1989) require minimum chiller efficiency ofO. 75
kW/ton for non-ozone depleting refrigerants. Efficiency of 0.55 kW/ton represents the
best available efficiency for hermetic centrifugal chillers using non-ozone depleting
refrigerants. Higher efficiency is achieved by increasing condenser and evaporator area.

Base Case Air Handling System & VAV retrofit is only considered for existing large
buildings having multi-zone systems. We assume that VAV systems are standard for new
buildings having multiple zone systems. For this study only the existing medium office
prototype was considered for the VAV retrofit measure.

Incremental Cost& Incremental cost for VSD fan control is 125 $/hp (XEN 1992) and involve
adding an electronic variable-speed controller to the fan motor. Incremental cost for the high
efficiency fan motor is 8 $/hp (XEN 1992). Incremental cost for the high efficiency hermetic
centrifugal chiller is assumed to be $56/ton based on 245 $/ton for the high efficiency hermetic
centrifugal chiller and 189 $/ton for the 4.7 COP (0.75 kW/ton) chiller. Costs for existing
and new construction are assumed to be the same since the existing cost is for replace-on­
burnout (ROB).

Furnace/Condensing Furnace

IVl{~aSl.[re Description0 High-efficiency gas furnaces have AFUEs of about 82 % or higher.
Condensing gas furnaces have AFUEs of greater than 90 %. As efficiencies are increased,
vaporized by-products of combustion may condense in the heat exchanger and vent system,
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forming an acidic liquid. Furnaces with moderate efficiencies (78 to 82 %) do not produce any
condensate.. Furnaces with intermediate efficiencies (82 % to 89 %) may form condensate and
have high flue gas temperatures which require costly, corrosion-resistant metals for the venting
system. Consequently, furnaces in the latter efficiency range are being phased out by most
manufacturers. If the efficiency is raised to 90% or higher, although condensate is formed,
the flue gas temperatures are low enough that low-eost corrosion-resistant plastic materials can
be used for venting. Efficiencies above 90% can be achieved with a number of technologies,
pulse combustion and condenser being among the design approaches.

High-efficiency gas furnaces can be installed in new construction or can be retrofitted to
existing commercial structures which have other heating systemso In most cases, a condensate
drain must be added and a new or modified venting system must be installed.

Incremental Cost& Incremental cost for the high-efficiency furnace (75 to 82 % AFUE) is
1.60 $/kBtuh. For residential and commercial applications the incremental cost of the
condensing furnace is 4.54 $/kBtuh for new houses and 6.13 $/kBtuh for existing houses
(XEN 1992)0 Most commercial manufacturers of packaged systems do not currently offer a
condensing furnace option due to end user "first cost" price sensitivity 0 However, the
technology is available in sizes up to 225 kBtuh and could be offered as an option for

ckaged units up to 15 tons&

High Efficiency Boiler

Measure Description. Standard atmospheric boilers, in both fire-tube and water-tube designs,
have combustion efficiencies of about 75 %& Forced draft boilers with electronic ignition have
higher full load combustion efficiencies of -80%. At part load, they perform more efficiently
due to reduced stack losses during off-cycles and better fuel/air ratios. Modular design allows
for higher part-load efficiency since short cycling is eliminated.

emental Cost efficiency boiler cost is $/kBtuh. '"The incremental cost is 3 $/kBtuh
(XEN 1992) based on comparison to base case atmospheric boiler cost of 11 $/kBtuh ($14 - $11
=$3).

Condensing lIi.ooII'~lHlIl~i11

Measure Descriptioll@ Condensing boilers are the most efficient boilers available with
~AlJUVU"J'w",a.il efficiencies -90%~ Modular design allows for higher part-load efficiency since
short cycling eliminated" The pulse combustion technology is described below.

1~ only a small amount of gas (0.8 ef) per cycle. A small amount of
'llJ~'Il.~'IloJ'liJA air is drawn into the combustion chamber and the mixture is ignited by a spark
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only on the initial cycle. Each subsequent air-gas mixture is ignited by residual heat from
the previous cycle.

2. Pressure resulting from the combustion process forces hot gases down the heat exchanger
tubes inside the boiler. Heat is then transferred to the surrounding boiler water.

3. As the hot gasses are cooled below the dew point, water vapor in the flue gases condenses,
releasing the latent heat of vaporization. The condensate is removed by a drain at the
boiler's base and the low-temperature exhaust is safely vented outside through plastic pipe.

Incremental Cost. Condensing boiler cost is 17 $/kBtuh. The incremental cost of 3 $/kBtuh
(XEN 1992) is based on comparison to high efficiency boiler cost of 14 $/kBtuh ($17 - $14
= $3).

Duct Sealing Plus Duct Insulation

Measure Descriptions Recent studies indicate that duct leakage and conduction losses in
forced-air distribution systems are among the biggest energy consumers in typical residential
buildings (Modera 1993). Duct leakage and conduction losses can add 20-30% to heating and
cooling energy use. Houses with basement foundations typically have losses of about 20%
and houses with crawl space foundations have losses of about 30 %. Research shows that duct
leakage and conduction through poorly insulated ducts account for about an equal 50-50 share
of the losses. Duct sealing involves the use of a duct pressurization system that is used to
detect the leaks. Leaks are then sealed using mastic. This measure cannot be simulated using
DOE-2. Savings are therefore, based on measured data. Savings estimates used for duct
insulation are based on insulating with R-8 foil skrim cracked (FSC) insulationl

Incremental Coste; Incremental costs per square foot of floor area, average losses, savings,
post-installation losses are shown in Table B-3 ~

Reduce Infiltration

Measure Description. Natural infiltration is caused by temperature and wind induced
pressure differences between the building shell and outdoors. Cracks and crevices in the
building shell allow outdoor air to infiltrate the building based on indoor-outdoor pressure
differences. Weatherstipping doors and windows and caulking cracks and crevices in the

I

FSC R-8 insulation costs about 2.13 $/ft installed, 0.76 $/ft for the insulation and 1.37 $/ft for installation
(Madera 1993).
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building shell will reduce infiltration. This study assumes that infiltration can be reduced from
0.7 to 0.4 air changes per hour (ACH) in existing construction and 0.6 to 0.4 ACH for new
construction.

Table B-38 Duct Sealing Plus Insulation: Costs and Savings Data..

Post
Installation

Loss Savings Loss Cost
Description % % % $/sf

Basement Foundation
Single Family New Construction

Duct Sealing + R-8 Insulation 20 10 10 0.23

Multi-Family New Construction
Duct Sealing + R-8 Insulation 20 10 10 0.23

Single Family Existing Construction
Duct Sealing + R-8 Insulation 20 9 11 0.38

Crawl Space Foundation
Single Family New Construction

Duct Sealing + R-8 Insulation 30 21 9 0.23

Multi-Family New Construction
Duct Sealing + R-8 Insulation 30 9 0.23

Single Family Existing Construction
Duct Sealing + R-8 Insulation 30 18 0.38

cost to reduce infiltration for existing construction is 0.46 $/sf and
the cost new construction is 0.24 $/sf (XEN 1992). It is easier to reduce infiltration in
new construction than in existing construction and the costs reflect this fact.

Air-Cooled Package Air Conditioner

IVJ.E~aSl11reDescription. Over 50 %ofcurrent commercial air conditioning capacity is provided
packaged with air handler, compressor, and compressor mounted in a metal box

(Houghton et 1992). These units are typically roof-mounted to save interior space and
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have capacities ranging from 1 to 100 tons (5-20 tons are typical). Packaged units care
attractive to builders and developers, especially those that build on speculation, because of
their low first cost (often less than 500 $/ton). This emphasis fosters inefficiency. For
example, packaged units monitored by PG&E in San Ramon had an overall efficiency of 1.75
COP (6 EER). California's Title 24 standards set minimum efficiency of 8.9 EER at 95F
(1.34 kW/ton). Actual operating efficiencies can be even less, due to such factors as thin
uninsulated cases which can leak substantial amounts of hot rooftop air; constricted high
velocity, high-pressure duct work, and undersized, low-performance heat exchangers.

Much higher efficiencies are obtainable at reasonable cost through better design, materials,
and controls, but have not yet been realized due to emphasis on first cost. To address this
problem, a collaboration of energy groups and utilities known as the Consortium for Energy
Efficiency (CEE) is implementing a program similar to the Super Efficient Refrigerator
Program ("Golden Carrot") for residential refrigerators. CEE's plan will offer a coordinated
rebate designed to create a market for high-efficiency packaged equipment, eventually making
efficient equipment the norm. Efficiency goals of the program are a 3.5 COP (12 to 12.5
EER, 1 kW/ton at 95 F). Initial production is anticipated in 1995 (Nadel 1993).

Incremental Cost$ The incremental cost for a high efficiency 3.5 COP air-cooled packaged
air conditioner is expected to be 250 $/ton more than a 2.5 COP unit (Nadel 1993).

High Efficiency Central Air Conditioner

Measure Description. The 1992 Energy Policy Act (1992 EPACT) established minimum
appliance efficiency standards for residential central air conditioners (CACs) with capacity less
than 65,000 Btuh. The EPACT requires a minimum 10 Seasonal Energy Efficiency Ratio
(SEER). High efficiency CACs with SEER of 12 are available at a reasonable cost from most
suppliers. Very high efficiency CACs with variable speed drive (VSD) compressors have
SEERs of 16.9. VSD CACs have better part-load performance than constant speed CACs,
but their peak efficiency is not as good as high efficiency CACs. Typical CACs are split
systems with an outdoor section housing the compressor and condenser and an indoor section
housing the evaporator. The indoor and outdoor (split) systems are connected by a pair of
refrigerant lines and control wiring. High efficiency CACs can be installed in new
construction or retrofit into existing construction.

The cost for a 3 to 5 ton high efficiency SEER 12 CAe is 161 $/ton more
than a SEER 10 unit (XEN 1994). The incremental cost for a 3 to 5 ton SEER 16.9 VSD

is 608 $/ton more than a constant speed SEER 10 unit (XEN 1992). OUf analysis
that for new construction, the constant speed SEER 12 unit was more cost-effective

the VSD CAC SEER 16.9 unit.
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High Efficiency Room Air Conditioner

Measure Description. The 1990 national appliance efficiency standards for residential room
air conditioners (RAe) require minimum EER of 8.6. High efficiency RAes with EER of 11
are available at a reasonable cost from most manufacturers. RAes are housed in a single
assembly that will fit into a standard window opening. RAes run on 115 volt or 230/208 volt
power. High efficiency RAes can be installed in new construction or retrofit into existing
construction.

Incremental Coste The cost for a 2-ton EER 11 RAe is 115 $/ton more than an EER 8.9 unit
(XEN 1994).

High Efficiency Room Heat Pump (RHP)

Measure Description. High efficiency RHPs with 10 EER and 2 COP are available at a
reasonable cost from most manufacturers. RHPs are housed in a single assembly that will fit
into a standard window opening. RHPs run on 115 volt or 230/208 volt power. High
efficiency RHPs can be installed in new construction or retrofit into existing construction.

Incremental Cost & The cost for a 2-ton 10 EER, 2 COP RHP is 468 $/ton more than a
standard 10 EER room air conditioner (RAe) (XEN 1994)$

High Efficiency Central Heat Pump (CHP)

Measure Description~ The 1992 Energy Policy Act (1992 EPACT) established minimum
appliance efficiency standards for residential heat pumps with capacity less than 65,000 Btuh$

EPA requires a minimum 10 Seasonal Energy Efficiency Ratio (SEER) and a minimum
6$8 Heating nal Performance Factor (HSPF)9 High efficiency CHPs with 12 SEER and
8 HSPF are available at a reasonable cost from most manufacturersG High efficiency CHPs
can be installed in new construction or retrofit into existing constructionG

Incremen I COst6 cost for a high efficiency 12 SEER and 8 HSPF CHP rated at 3 to
5 tons is 234 $/ton more than a standard CHP rated at 10 SEER and 6.8 HSPF (XEN 1994).
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Cooling Tower 80 F Setpoint

Measure ription. Thefficient cooling tower package consists of resetting the tower sump
water setpoint temperature from 85 F to 80 F (5 F approach in Harrisburg, PA)o This
measure trades tower fan energy for an improvement in chiller performance due to lower
average condenser water temperatures. This measure might already be in practice at certain
facilities. Applicability might also be limited with certain chillers that surge when condenser
water temperatures drop below 80 F.

Incremental Cost. The cost for the efficient cooling tower package is assumed to be zero
since all that is required is resetting the tower water sump thermostat to achieve a temperature
of 80 Fe

Furnace Fan and Thermostat Adjustment

Measure DescriptioDe This measure is applicable to forced air heating systems in single
family residences. Several studies have found that furnace thermostats are often set too high
and thus useful heat in the furnace plenum is wasted and not moved to the living space
(Proctor 1987)~ In addition, the anticipator on thermostats is often improperly set, which
leads to overshooting the desired setpoint on each furnace cycle0 Proper adjustment of these
controls as 1as basic furnace maintenance can produce energy savings of approximately
8 percent according to several Colorado field studies (Proctor 1987)0 These savings cannot

simula using OE-201E0 As stated above, savings are assumed to be 8% of space
heating energy (Proctor 1987)0

Incremental Cost~ The installed cost for the furnace fan/thermostat adjustment measure is
$150 home (Proctor 1984)0

Steam Distribution Package

Measure DescriptioD0 measure is applicable to single pipe steam (SPS) distribution
systems multi-family buildings9 This measure cannot be simulated using DOE-201E9
Savings are therefore, based on measured datao Savings are assumed to 20 % of space heating
energy use0 The package consists of three measures (Peterson 1985).

10 Main Line Air Vents (MLAVs); MLAVs allow more even flow of steam down the main
d tion pipes at the expense of flow up into the radiators close to the boiler ~ Radiators

er from the boiler receive steam more quickly and close radiators receive steam more
w ~ These are large thermostatic steam traps installed on the main distribution lines
the basement after the last riser and before the dry return drops into the wet retumo The
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valve is open .until heated by steam, at which point it quickly closes preventing steam from
escaping. MLAV's cost about $90 each ($125 to $200 installed).

2e Thermostatic Steam Valves (TRVs); Normally there will always be some temperature
variation between apartments. To compensate for this, the building can be divided into
a number of different zones, each with some degree of separate thermostatic control.
TRVs respond to temperature changes near the radiator. They are filled with fluid which
expands and closes the air vent if the temperature goes above the setpoint. When the TRV
is closed no air can be released and thus no steam can enter the radiator. TRVs cost about
$45 each ($80 to $95 installed)e

3& Pipe insulation; Insulating steam distribution pipes in the boiler room and/or basement
area will allow more useful heat from the boiler to reach the radiatorse Insulation costs
about $3.20 per linear foot of pipe (XEN 1992)3

Incremental Cost. The installed cost for the steam distribution package is $150 per
apartment (Katrakis 1993)"

White Surface Roof

Measure DescriptioDe Light or white colored exterior surfaces will reduce solar absorption
and increase emittance thereby reducing cooling loadso This measure is most appropriate to
roof applications.. In addition to reducing cooling loads, a white surface roof should last
longer than a dark roof since reducing absorbed solar radiation will prolong the integrity of
the roof membrane0 The extended life of white roof surfaces is not accounted for in this
study 3

Incremental Co§!* In new construction a white surface roof is primarily a design measure,
and therefore, cost is negligibleo For existing construction, the cost is also assumed to be
negligible since the roof color can be selected at time of replacement0 If an existing roof were
painted as a retrofit measure the cost would be O~50 $/sf (XEN 1992)~ The high cost

painting an surface it needs to be resurfaced (due to leaks and/or
failure) is prohibitive~

Mid-Atlantic Region Energy Efficiency Page B-18



References

ACEEE 1993 Energy Efficiency Codes and Standards for Illinois, Loretta Smith, Steve
Nadel, Draft, American Council for an Energy-Efficient Economy, 1001
Connecticut Avenue, NW, Suite 801, Washington, DC 20036, December
1993.

ASHRAE 1989 Energy Efficient Design of New Buildings Except Low-Rise Residential
Buildings, American Society of Refrigerating and Air-Conditioning
Engineers, ASHRAE/IES 90.1-1989, American Society of Heating, 1989~

ASHRAE 1989a Ventilation for Acceptable Indoor Air Quality, American Society of
Refrigerating and Air-Conditioning Engineers, ANSI/ASHRAE 62-1989,
American Society of Heating, 19890

CEC 1992 Non Residential Manual for Compliance with the 1992 Energy Efficiency
Standards, P4oo-92-005, California Energy Commission, July 1992 and
Building Energy Efficiency Standards, P400-92-002, California Energy
Commission, July 19920

EPACT 1992 Energy Policy Act of 1992, Public Law 102-486, Section 342, l02d
Congress, October 24, 1992~

__ 1llol~JII. __ 1990 State of the Art: Office Equipment, Amory Lovins, E-SOUfce (formerly
Competitek), Boulder, CO 19900

Eley 1990 Proposed Addendum to ASHRAE Standard 90$1; Section 8 Building
Envelope, Table 7, 15, Eley Associates, November 1990.

481 Prototypical Commercial Buildings for Twenty Urban Market Areas,
GRI-90/0326, Gas Research Institute, April 1991.

State Space Cooling and
E-Source, Boulder, CO, 1992.

Handling, David Houghton et al.,

..I:II.1l\o.lIloJi".A~'l!Io.Jli1loOl' 1985 Instructions for Balancing Single Pipe Steam Heating Systems in
Multifamily Buildings, John Katrakis, Center for Neighborhood
Technology, Chicago, IL, November 1985.

Personal communication with John Katrakis, Center for Neighborhood
Technology, Chicago, IL, November 19930

Mid....Atlantic Region Energy Efficiency Page B-19



LBL 1985

Modera 1993

Nadel 1993

Nugent 1993

Commercial-Sector Conservation Technologies, A. Usibelli, S. Greenberg,
Me Meal, A. Mitchell, R. Johnson, G. Sweitzer, F. Rubinstein, D.
Arasteh, Lawrence Berkeley Laboratory, Berkeley, CA 94720, 1985.

Personal communication with Mark Modera, Staff Scientist, Indoor
Environment Program, Lawrence Ber ley Laboratory, 1 Cyclotron Road,
Berkeley, CA 94720, (510) 486-4678, November 29, 1993e

Emerging technologies to Improve Energy Efficiency in the Residential and
Commercial Sectors, Prepared by the American Council for an Energy­
Efficient Economy, Davis Energy Group, and E-Source, prepared for the
California Conservation Inventory Group, California Energy Commission,
P400-93-003, January 1993.

High Efficiency Chillers: Why Stop at 0.42 kW/ton, System Integration
and Close-Approach Design Maximize Energy Benefits, Pacific Gas and
Electric Company, Proceedings of the Second National New Construction
Programs for Demand-Side Management Conference, San Diego, CA,
October 24-27, 1993 $

NYSERDA 1989 The Potential for Electricity Conservation in New York State, prepared by
American Council for an Energy-Efficient Economy, 1001 Connecticut
Avenue, , Suite 801, Washington, DC, prepared for New York State
Energy Research and Development Authority, 1064-EEED-AEP-88, 19890

1995

1994 Gas DSM and Fuel-Switching: Opportunities and Experiences, prepared by
American Council for an Energy-Efficient Economy, 1001 Connecticut
Avenue, NW, Suite 801, Washington, DC, prepared for New York State
Energy Research and Development Authority, 1064-EEED-BES-88, 1995.

Use Data, Orange and Rockland, 19950

Space Heating Single Pipe Steam Buildings, MEO TR
85-8-MF, Minnesota Energy Office, Room 330, City Hall, Minneapolis,
MN 55415, December 1985*

Lo Cost Furnace Efficiency Improvements, in Proceedings 1984 ACEEE
Summer Study on Energy Efficiency in Buildings, (Washington, DC:
American Council for an Energy-Efficient Economy), pp. H-200-214,
1984.

Mid-Atla.ntic Region Energy Efficiency Page B-20



Proctor 1987

PSI 1992

UCS 1992

XEN 1992

XEN 1994

Making Furnace Retrofit Programs More Efficient 14,000 Homes Later,
pp, 6-10, Home Energy, (4(2), February, 19873

New Construction Benchmark Survey, Synergistic Resources Corporation,
December 1992.

Americat S Energy Choices: Investing in a Strong Economy and a Clean
Environment, Appendix A: Buildings Sector Analysis, pp. A-I through A­
72, Union of Concerned Scientists (UCS), 26 Church Street, Cambridge,
MA 02238, 1992.

Energy Efficiency Measure Cost Database, prepared for the California
Conservation Inventory Group, prepared by XENERGY, Ince, Oakland,
California, May 19920

1994 Measure Cost Study, prepared for the California Demand-Side
Management Advisory Committee, prepared by XENERGY, InclO'
Oakland, California, November 19940

Mid-Atlantic Region Energy Efficiency Page B-2!



~
~

§

>f"'+s-a
1llIisI0

n

~
(fQ
o~

=
~
rD

~
~

~

:3
f')

nr=n
~

~
CfQ
ro

=IN
N

Existiq Medium OfrlCe ... Savings and Unit Costs By Efraciency Measuree

Electric Gas Primary Total Total Marginal Average Estimated
SariDg§ Savings Sarings Electric GM Eaeru Effidency Measure Cost CSE CSE Measure

Description % ~ % kWh/sf Utu/sf $/unil Cost Code unJt/sJ-lIoor unit S/MMBtu $/MMBtu Ufe
Base Existing (R-2.6 roof, R-I wall) nia nla nla 18.48 62.03 nil. nla nla nla nla nla nla
EfT. Office Equip. (1.2 W/sfto 0.45 WI 13.85 -4.32 9.62 15.92 64.71 0.00 I 0.01 workstation 0.00 0.00 5
White Surface (ABS = 0.7 to 0.3) 16.20 -2.25 11.90 15.49 63.42 0.00 I 0.333333 roof area 0.00 0.00 20
Efficient Lighting (2 W/sf to 0.83 W/sO 37.05 -10.07 26.08 11.63 68.27 37.00 I 0.013 514 fixtures 4.05 2.20 15
Err. HVAC (Err. Fans, VSD, COP=6.3 56.62 9.51 45.66 8.02 56.12 139.03 I 0.002500 chiller tons 2.01 2.12 20
Condensing Boiler (75 % to 90%) 56.62 24.34 49.11 8.02 46.93 4.54 I 0.058500 boiler kBtu 8.71 2.58 20
R-18.1 roof (add R-II) 58.08 34.05 52.49 7.75 40.90 0.37 F 0.333333 roof area 4.11 2.68 30
Window, TB-Low-e (SC=0.29, u=0.3 61.26 45.94 57.70 7.16 33.53 18.20 F 0.070850 window area 27.90 4.96 30
Cooling Tower 80P Setpoint (5F Appro 61.53 45.94 51.90 7.11 33.53 0.00 F 0.003 167 tower tons 0.00 4.94 30

New Medium OffICe - Percentage Savings and Unit Cost~ By EfrlCiency Mea.cmree

Eloctric Gu Primary Total Total Marginal Average Estimated
Savings Sarings Savings Electric Gas Energy EfIicieIM=y Measure Cost CSE CSE Measure

Description % % % kWh/sf kBlll/sf $/unil Cost Code unit/sf:floor unit $/MMBtu S/MMBm Life
Base New (R-19 roof~ R-5.5 wall) n1a nJa nla 13.32 31.61 n1a n1a nla nJa nJa nla nla
Eff. Office Equip. (1.2 W/sfto 0.45 WI 0.17 -0.14 0.12 11.04 35.90 0.00 I 0.01 workstation 0.00 0.00 5
White Surface (ABS = 0.7 to 0.3) 0.18 -0.15 0.12 10.99 36.26 0.00 I 0.333 333 roof area 0.00 0.00 20
Efficient Lighting (1.76 W/sfto 0.7 Wls 0.41 -0.39 0.27 7.85 43.87 37.00 I 0.013514 fixtures 5.65 3.17 IS
Eff. HVAC (Eff. Fans, Henn. Cent. C 0.49 -0.39 0.33 6.85 43.88 59.53 I 0.002 167 chiller tons 3.50 3.23 20
Condensing Boiler (80% ·to 90%) 0.49 -0.24 0.36 6.85 39.10 4.54 I 0.058333 boiler kBtu 16.68 4.23 20
R-30 roof, R-9.5 wall (R-19) 0.49 -0.11 0.39 6.73 34.96 0.06 I 0.333 333 roof area 1.11 3.99 30
Window, TB-Low-e (SC=0.29, u=0.3 0.52 0.09 0.45 6.34 28.92 18.20 I 0.070850 window area 37.05 8.31 30
Cooling Tower 80F Setpoint (SF Appro 0.53 0.09 0.45 6.28 28.92 0.00 I 0.002 750 tower tons 0.00 8.25 20

Note:
1. Percentage savings are with respect to the stock and new base buildings.
2. Cost code: I = Incremental cost, F = Full cost.
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~Xl4;ti~ Retail - Savings and Unit Coste; By EfrlCieocy Mea~ul"e ..

Electric Gas Primary Total Total Marginal Average Estimated
Savings Savings Savings Electric Gas EDel'lY Ef6cleoty Measure Cost CSE CSE Measure

Deseription % % ., kWh/if kBtulsJ Slunit Cosl Code unit/~flloor unit $/MMBtu $/MMBtu Life
Base Existing (R-ll roof, R-l wall) nla nJa nJa 12.25 38.96 nla nJa nla nJa nla nJa nla
White Surface (ABS =: 0.7 to 0.3) 2.60 -4.36 1.04 11.93 40.66 0.00 I 1.000 000 roof area 0.00 0.00 5
Efficient Lighting (2.1 to 0.93 W/sO 41.65 -32.18 29.83 6.41 51.50 37.00 I 0.006 061 fixtures 0.37 0.36 IS
Condensing furnace (15 % to 90%) 41.65 -14.11 33.86 6.41 44.46 4.54 I 0.039000 furnace kBtu 1.69 0.52 20
R-30 roof (add R-19) 48.53 -3.07 37.01 6.31 40.16 0.37 F 1.000 000 roof area 3.43 0.77 30
Eff. HVAC (COP=2.37 to 3.5) 51.80 0.77 40.41 5.91 38.66 250.00 I 0.002500 Ale tons 8.84 1.45 IS
Window, TB-Low-e (u=0.29, SC=0.3 55.81 10.23 45.63 5.41 34.97 18.20 F 0.099080 window area 10.08 2.43 30

New Retail - Percentage Savings and Unit Costs By Efrteiency Measure..

Electric Ga.~ Primary Total Total Marginal Average Estimated
Savings Savings Savings Electric Gas Energy EfFICiency Measure Cost CSE CSE Measure

Description % % % kWh/sf kBttl/sf $/unit Cost Code un;t/~f:/loor unit S/MMBtu $/MMBtu Life
Base New (R-19 roof, R-5.5 wall) nJa nJa n1a 10.45 20.83 nla nla nla nla nla nla nla
White Surface (ADS = 0.7 to 0.3) 1.59 -4.32 0.69 10.28 21.73 0.00 I 1.000 000 roof area 0.00 0.00 5
Efficient Lighting (1.76 to 0.93 W/sf) 33.08 -31.28 23.25 6.99 27.35 29.00 I 0.007 194 , fixtures 0.57 0.55 15
R~30 roof, R-9.5 wall (R-19) 33.59 -10.83 26.81 6.94 23.08 0.11 I 1.500 972 oof+wall are 1.69 0.70 30
Window, TB-Low-e (u=0.29, SC=0.3 37.24 -4.97 30.79 6.56 21.86 4.39 I 0.099080 window area 4.08 1.14 30
Condensing Furnace (80 % to 90%) 37.24 4.67 32.26 6.56 19.86 4.54 I 0.039000 fumacekBtu 5.93 1.36 20
EfT. HVAC (COP=2.5 to 3.5) 40.89 4.37 35.31 6.18 19.92 250.00 I 0.002000 Ale tons 10.07 2.11 15

Note:
I. Percentage savings are with respect to the stock and new base buildings.
2. Cost code: I = Incremental cost, F = Full cost.
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ExilStiri2 School - Percentage Savings and Unit Costs By EfrlCiency Measure&

Electric G~ Primary Total Total Marginal Average Estimated
Savinp Savinp Savings FJectrie Gas FA terIY Eflkieocy Measure Cost CSE CSE Meatrure

Description ~ ~ % kWh/sl IcBlu/sl S/unit Cost Code unit/sf-jloor unit $/MMBtu S/MMBtu Life
Base Existing (R-3.3 roof, R-I wall) nla nJa nia 9.60 75.26 nia nla nla nJa nil. nla nla
White Surface (ADS = 0.7 to 0.3) 3.67 -6.09 -0.38 9.25 79.84 0.00 I 0.551 250 roof area 0.00 0.00 5
R-22.3 roof (add R-i9) 7.22 6.27 6.83 8.91 70.54 0.37 F 0.551 250 roof area 0.80 0.84 30
Condensing Boiler (75% to 90%) 7.22 19.72 12.40 8.91 60.42 3.00 I 0.046 058 boiler kBtu 0.92 0.87 20
Efficient Lighting (2.04 to 1.07 W/sQ 24.66 14.81 20.60 1.23 64.07 37.00 I 0.014925 fixtures 3.1 i 1.16 15
EfT. HVAC (COP=2.37 to 3.5) 27.78 19.42 24.31 6.93 60.65 250.00 I 0.003589 chiller lons 11.14 3.20 15
Window, TB-Low-e (u=O.29, SC=0.3 29.55 22.08 26.46 6.76 58.64 18.20 F 0.049526 window area 11.83 3.90 30

New School - Percentage Savings and Unit Costs By Efraciency Measure6

FJectric Gas Primary Total Total Marginal Average Estimated
Savings Saving.~ Savings Electric Ga.~ Energy ErrlCiency Measure Cost CSE CSE Meamre

Description % Ii % kWh/sf kBlu/sf $/un;1 Cost Code unit/sf-floor unit $/MMBtu $/MMBtu Life
Base New (R-19 roof, R-5.5 wall) nla nia n1a 8.52 57.81 nla nla nla nil. nla nJa nil.
White Surface (ABS = 0.7 to 0.3) 0.89 -1.35 0.04 8.44 58.59 0.00 I 0.551 250 roof area 0.00 0.00 5
R-30 roof, R-9.5 wall (R-19) 1.64 3.77 2.45 8.38 55.63 0.11 I 0.875 741 oof+wall are 1.30 1.27 30
Condensing Boiler (80% to 90%) 1.64 12.50 5.77 8.38 50.58 3.00 i 0.041 392 boilerkBtu 1.65 1.49 20
Efficient Lighting (1.81 to 1.03 W/sf) 18.39 6.91 14.03 6.95 53.82 29.00 I 0.013 123 , fixtures 2.54 2.11 15
Window, TB-low-e (u=O.29, SC=O.3 19.69 8.87 15.58 6.84 52.68 4.39 I 0.049526 window area 4.10 2.31 30
EfT. HVAC (COP=2.5 to 3.5) 23.04 8.87 17.65 6.56 52.68 250.00 I 0.003 468 chiller tons 23.01 4.79 15

Note:
I. Percentage savings are with respect to the stock and new base buildings.
2. Cost code: I = Incremental cost, f = Full cost.
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ExiSllll12 Warehouse .... Savings and Unit Costs By Eff"JCiency Meamre~

Electric Gas Primary Total Total Marginal Average Estimated
Sariugs Sariugs Savings FJectric Gu Eneqy Emdeocy Measure Cost CSE CSE Measure

Description ~
., % k.Whlsf kBmlsj Slunit Cost Code unitlsl:floor unit $/MMBtu $IMMBtu Life

Base Existing (R-5.3 roof, R- i.O wall) nJa nla nla 6.03 52.81 nla nla nla nla nJa nJa nla
White Surface (ABS = 0.7 to O.3) 6.18 -5.01 1.24 5.66 55.46 0.00 I 1.000 000 roof area 0.00 0.00 5
Condensing Furnace (75% to 90%) 6.18 12.71 9.09 5.66 46.07 4.54 I 0.036000 furnace kBtu 1.17 1.01 20
Efficient lighting (1.6 W/sfto 0.82 Wls 36.87 6.82 23.59 3.81 49.21 37.00 I 0.011 III fixtures 1.99 1.61 15
R-24.3 roof (add R-19) 43.50 15.22 31.00 3.41 44.78 0.37 F 1.000 000 roof area 2.81 1.90 20
Window, TB-Low-e (u=0.29, SC=0.3 43.21 16.04 31.21 3.43 44.34 18.20 F 0.012333 window area 47.19 2.19 30
Eff. HVAC (COP=2.37 to 3.5) 43.25 16.45 31.41 3.42 44.12 250.00 I 0.002300 AlC tons 193.23 3.46 15

New Warehouse .... Percentage Savings and Unit Costs By EfTaciency Measuree

Electric Ga, Primary Total Total Marginal Average Estimated
Savings Savings Savings Electric Gas Eneru EfrlCieocy Measure Cost CSE CSE Measure

Description % % % kWhlsf kBtulsl Slunit Cosl Code unitlif:floor unit $/MMBtu $IMMBtu Ufe

Base New (R-19 roof, R-5.5 wall) nita nla nla 5.12 39.57 nla nla nJa nla nJa nil. nil.
White Surface (ABS = 0.7 to 0.3) 1.41 -2.30 -0.12 5.05 40.48 0.00 I 1.000000 roof area 0.00 0.00 .5
Efficient Lighting (1.6 W/sfto 0.82 Wls 36.07 -10.70 16.84 3.28 43.80 29.00 I 0.007 194 , fixtures 1.07 1.08 15
Condensing Furnace (80% to 90%) 36.01 1.44 21.84 3.28 39.00 4.54 I 0.036000 furnace kBtu 2.29 1.35 20
R-30 roof, R-9.5 wall (R-19) 38.27 6.65 25.27 3.16 36.94 0.11 I 1.629583 oof+wall are 3.52 1.65 20
Window, TB-Low-e (u=0.29, SC=0.3 38.96 6.49 25.61 3.13 37.00 4.39 I 0.012333 window area 8.45 1.74 30
Eff. HVAC (COP=2.5 to 3.5) 39.39 6.49 25.86 3.1 i 37.00 250.00 I 0.001 700 AlC tons 145.69 3.15 15

Note:
i. Percentage savings are with respect to the stock and new base buildings.
2. Cost code: I = Incremental cost, F = Full cost.
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Description
Base (R-IJ roof, R-3 wall, R-t floor)
White Surface (ABS = 0.7 to 0.3)
R-38 roof, R-IJ wan, R-19 floor
Condensing Furnace (75 % to 92 %)

Infiltration Reduction (0.7 to 0.4 ACH)
Ducts, Sealing + R-8 Insulation
Efficient Central Ale (8.1 to 12 SEER)
Furnace Fanl11lermostat Adjustment
Window, Low-e/argon (u=0.31, SC=O

F.Jectric
Savinp

"nla
1.43
4.77
4.77
5.26
7.79
i5.73
15.84
19.19

Ga~

Savings.,
nla
1.06

28.18
38.91
44.09
48.67
49.39
50.64
54.21

Primary
Savings
~

nla

1.21
18.64
24.99
28.26
32.00
35.67
36.46
39.94

Total
Dettric
kWh/sf

5.13
5.05
4.88
4.88
4.86
4.73
4.32
4.32
4.14

Total
Gas

kBtu/sJ
82.44
81.56
59.21
50.36
46.09
42.32
41.12
40.69
31.75

MarginalI ~~y Me8.'Ure Cost leSE
Siunit -co;, Code I unitlsj-jloor I unit $/MMBtu

nla I nla I n1a I nla I nla
0.00 I I I 0.500 000 I roof area I 0.00
0.63 I F I 1.000 000 I Door area I 1.13
6.13 I I I 0.075 000 I furnace kBtu I 3.49
0.46 I F I 1.000 000 I floor area I 8.46
0.50 I F I 1.000 000 I Door area I 8.05

161.00 I I I 0.003 125 I Nelons I 8.26
0.09 I F I 1.000 000 I Door area I 10.05
8.78 I F I 0.211 806 I window area I 19.59

Average
CSE

$/MMBtu
nla

0.00
1.62
2.10
2.83
3.44
3.94
4.01
5.42

Estimated
Measure

Ufc
nla
20
20
20
15
15
15
10
30

~
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New Residential - Percentage Savings and Unit Cost~ By Efrteiency Measuree

Electoc GM Primary Total Total Marginal Avenge Estimated
Savings Savings Savings Electric Gac; Euergy ElTlCieocy Measure Cost CSE CSE Measure

Description % % % k.Wh/sf k.B1"/~f $/unit Cost Code unit/sl:/loor unit S/MMBtu S/MMBtu Ufe
Base (R-30 roof, R-13 wall, R-II floor) nla n/e. nla 4.82 53.50 nle. nla nla nJa nil. nla nJa
White Surface (ADS = 0.7 to 0.3) 0.38 -0.23 0.01 4.80 53.63 0.00 I 0.500 000 roof area 0.00 0.00 20
Ducts, Sealing + R-8 Insulation 3.77 8.21 5.99 4.63 49.11 0.30 F 1.000 000 Door area 4.02 3.98 15
Infiltration Reduction (0.6 to 0.4 ACH) 3.43 16.39 9.92 4.65 44.73 0.24 F 1.000 000 Door area 4.19 4.30 15
R-38 roof, R-19 wall, R-19 floor 3.43 20.51 12.01 4.65 42.50 0.21 I 1.000 000 Door area 4.85 4.39 30
Condensing Furnace (82 % to 92 %) 3.43 28.83 16.15 4.65 38.08 4.54 I 0.075000 furnace lBtu S.18 4.60 20
Window" Low-e/argon (u=0.31, sc=o 1.59 34.40 21.02 4.45 35.09 4.39 I 0.211 806 window area 9.12 5.64 30
Furnace Fanl11lermostat Adjustment 7.30 35.98 21.61 4.46 34.25 0.09 F 1.000 000 floor area 15.93 5.95 10
Efficient Central AlC (10 to 12 SEER) 12.12 35.98 24.01 4.23 34.25 161.00 I 0.003 125 Ale tons 16.42 1.00 15

Note:
I. Percentage savings are with respect to the stock and new base buildings.
2. Cost code: I = Incremental cost, F = Fun cost.
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New Townhouse Ga4t Heat... Savings and Unit Coslt; By EfrlCiency Measuree

FJectrit Gas Primary Total Total Marginal Average Estimated
Sariugs Savinp Savings Electric Gas fA eI'IY Elfideocy Measure Cost CSE CSE Measure

Description % ., % kWh/sf Idltu/sf $/unit Cost Code unitlsf-floor unit $/MMBtu $/MMBtu Life
Base New (R-30 roof, R-13 wall) n1a nla nla 4.37 40.44 nla nla nla nla nla nla nJa
White Surface (ABS = 0.7 to 0.3) 1.0J -0.56 0.29 4.33 40.67 0.00 I 0.500 000 roof area 0.00 0.00 20
Roof Insulation (R-30 to R-38) Lil 2.07 1.55 4.32 39.60 0.10 F 0.500 000 roof area 2.29 1.85 30
Condensing Furnace (18 % to 92%) 1.1 i 18.06 8.83 4.32 33.14 6.12 I 0.050000 fumacekBtu 3.18 2.95 20
Ducts, Sealing + R-8 insulation 4.37 24.88 13.71 4.18 30.38 0.23 F 1.000 000 floor area 4.45 3.48 15
Window, Low-e + argon (u=0.31, SC 9.11 31.05 19.10 3.97 27.89 4.39 I 0.105 440 window area 4.93 3.89 30
Infiltration Reduction (0.6 to 0.4 ACH) 9.05 36.09 21.36 3.98 25.85 0.24 F 1.000 000 floor area 13.98 4.96 10
High Efficiency CAe (l0 to 12 SEER) i3.51 36.09 23.79 3.78 25.85 161.00 I 0.002 778 A1Ctona 17.38 6.23 15

New Townhouse Heat Pump ... Percentage Savings and Unit Costs By EffICiency Measuree

Electric Ga." Primary Total ToW Marginal Average Estimated
Savings Savings Savings FJectric Gas Eueqy EfTICieocy Measure Cost eSE CSE Measure

Description % % % kWh/sf kBtu/sf S/umt Cost Code unit/s.f:/loor unit $/MMBtu S/MMBtu Life
Base New (R-30 roof, R-13 wan) n/a nla nla 7.14 0.00 nJ8 nla nla nla nJa nla nJa
White Surface (ABS = 0.7 to 0.3) 0.17 nla 0.17 7.13 0.00 0.00 I 0.500 000 roof area 0.00 0.00 20

Ducts, Sealing + R-8 Insulation 5.31 nla 5.31 6.76 0.00 0.23 I 1.000 000 floor area 4.74 4.59 15

Roof Insulation (R-30 to R-38) 5.97 nla 5.91 6.72 0.00 0.10 I 0.500 000 roof area 4.90 4.62 30

Infiltration Reduction (0.6 to 0.4 ACH) 9.99 n1a 9.99 6.43 0.00 0.24 F 1.000 000 floor area 8.87 6.33 10
Window, Low-e + argon (u=0.31, SC 16.07 nla 16.07 6.00 0.00 4.39 I 0.105 440 window area 4.91 5.79 30
High EfT. HP (8 HSPF, 12 SEER) 21.83 nla 21.83 5.58 0.00 234.00 I 0.002 778 Ale tons 11.94 7.42 15

Note:
I. Percentage savings are with respect to the stock and new base buildings.

2. Cost code: I = Incremental cost, F = Full cost.



Exislii12 Multi-Family (Steam HeatIRAC)- Percentage Savings and Unit Costs By Efrleiency MeamreCl'

Existing Multi-Family (ElecCl' HeatIRAC) - Percentage Savings and Unit Costs By Efrleiency Measure8
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Description
Base Existing (R-19 roof, R-I wall)
White Surface (ASS = 0.7 to 0.3)
High Efficiency RAe (8 to II EER)
Roof Insulation (R-12 to R-30)
Steam Dist. Pkg. (vents, pipe insul., t-sta

Efficient Boiler (60% to 82 %)
Window, Low-e + argon (u=0.323, SC
Infiltration Reduction (O.7 to 0.4 ACH)

FJectric
Savinp

%

n/a
1.93
6.96
8.56
16.96
16.96
16.38
13.34

(;af4

Saviop
~

n/a
-1.29
14.60
24.20
33.53
45.46
51.78
54.70

Primary
Saviop

"n1a
0.08
11.34
17.53
26.46
33.31
36.68
37'«:>6

Total
FJettne
kWh/sf

5.26
5.16
4.89
4.81
4.37
4.37
4.40
4.56

Total
Gu

kBlu/sf
78.23
79.23
66.80
59.30
52.00
42.66
37.72
35.43

EDeqy EfTlCiency Measure Cost
$/rmit ICost codelunitlsf-floor I unit

nla I nla I nla I nla
0.00 I I I 0.333 333 I roof area

115.00 I I I 0.000 123 I AlC tons
0.04 I F I 1.000 000 I floor area
0.17 I F I 1.000 000 I floor area
4.00 I I I 0.061 728 I boilerk.Btu
8.78 I F I 0.112444 !window area
0.46 I F I 1.000 000 I floor area

nla
0.00
0.08
0.22
l.15
1.78

10.94
103.84

Average
CSE

$/MMBtu
nla

0.00
0.08
0.13
0.47
0.74
1.68
2.73

Estimated

Measure
Life
nla
20
15
30
15
20
30
10

;p
(JQ
rD

~
N
00

FJectric Gas Primary Total Total Marginal Average Estimated
Savings Savings Savings Electne Gas Eo. t1lV Efficiency Measure Cost CSE CSE Measure

Description % % % kWh/sf lcBtu/sf S/unit Cost Code unit/sl-:floor unit S/MMBtu $/MMBtu Life
Base Elec. Heat (R-12 roof, R-l wall) nJa nla nJa 12.51 0.00 nla n1a n1a nla nJa nla nla
White Surface (ABS = 0.7 to 0.3) -0.04- n1a -0.04 12.51 0.00 0.00 I 0.333 333 roof area 0.00 0.00 20
Room Heat Pump (2.0 COP, 10 EER) 24.55 n1a 24.55 9.44 0.00 468.00 I 0.000 123 AlC tons 0.14 0.14 15
Roof Insulation (R-30 to R-38) 26.36 nla 26.36 9.21 0.00 0.10 F 0.333 333 roof area 0.68 0.18 30
Window, Low-e +argon (u=0.323, sc= 34.86 nla 34.86 8.15 0.00 8.78 F 0.074074 window area 1.82 0.82 30
Infiltration Reduction (0.6 to 0.4 ACH) 37.89 nla 37.89 7.77 0.00 0.46 F 1.000 000 floor area 12.89 1.79 10

Note:
I. Percentage savings are with respect to the stock and new base buildings.

2. Cost code: I = Incremental cost, F = FuJI cost.
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> Incremental Measure CSE % Imple-fl!+

S'= Base Use Savings Cost Life $/MMBtu mented
~
_.

Appliance (per unit, per year) (per unit) (years) CSE Primary By 2010 Footnoten
~
ft)

(J'Q Electric (kWh) (/kWh)""41<:>= Water heater elec Low-cost package 2,617 523 $46 10 $0.01 $1.03 100% I
tr1 Water heater elec EF tank 2,094 134 $25 10 $0.02 $2.19 100% 2=fD Water heater elec Low water use dishwasher 2,339 82 $20 13 $0.03 $2.35 58% 3-s

(fQ
~ Water heater elec Horizontal-axis clothes washer 2,339 371 $125 14 $0.03 $3.08 50% 4
tJ1 Water heater elec Heat pump water heater 1,507 806 $495 15 $0.06 $5.35 50% 5:I
n""$
(Q

I Refrigerator elec 1993 standard 1,186 482 $0 19 $0.00 $0.00 89%::1n
Refrigerator elee SERP-like refrigerator 704 211 $75 19 $0.03 $2.66 53% 10~

Refrigerator elec Advanced refrigerator 493 243 $110 19 $0.04 $3.39 21 % 11

Freezer elee Advanced freezer 526 176 $75 21 $0.03 $3.00 48% 12

Clothes dryer elec I~igh spin-speed clothes washer 521 208 $50 14 $0.02 $2.20 50% 13

Lighting elec Energy-saver lalnps 844 76 $3 2 $Oc02 $1.92 100% 15
Li~hting elec Compact fluorescent lalnps 768 332 $90 8 $0.04 $3.80 100% 16

Gas
(therms) (therlns) (/therm)

Water heater gas Low-cost package 218 44 $46 10 $0.14 $1.37 100% 6
~ Water heater gas EF .63 tank 174 22 $25 10 $0.15 $1.46 100% 7
~

(J'Q Water heater gas Low water use dishwasher 190 7 $20 13 $0.32 $3.20 58% 8(t)

t1j Water heater gas I-Iorizontal-axis clothes washer 190 30 $125 14 $0.42 $4.18 50% 9
I

N
\C

Clothes dryer gas High spin-speed clothes washer 33 12 $50 $0.42 $4.21 50% 14
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use is new -- existing generally be less efficient.
discount rate assumed ..

* are published estimates DOE from appliance efficiency standard dockets.
I 1993, adjusted for recent improvements in water heater efficiency" Savings and costs from

to Save et 19920
2 Savings assume typical new water heater has an of e88 (from DOE 1993) .. Cost based on discussions with

utilities the n".... h'uIM::tort.

3 % of water use due dishwashers (Bancroft al .. 1991) .. Costs and savings estimated by Nadel et al" 1993
for 25 % reduction dishwasher hot water use..

4 26% hot water use due to clothes washers (Bancroft et al" 1991)" Savings of 61 % from Nadel et aI" 1993" This
reference estimates incremental cost of horizontal-axis washers at $175 but some of this cost includes the
high spin speed 'option discussed below" this analysis we allocate the $175 cost between these two measures.

5 Savings based on increasing EF from 0.88 to 1.89. Costs are incremental and include $395 for the heat pump
(E-Tech published price estimate) and $100 for installation (DOE 1993) ..

6 See measure 1"
7 See measure 2 ..
8 See measure 3"
9 See measure 4 ..

10 Base use from DOE 1989.. Savings of 30% based on SERP unit. Incremental cost based on Nadel et at .. 1993 plus
discussions with industry experts ..

11 EPA 1993 discusses five different options for reducing refrigerator energy use down to approximately 250
kWh/year.. Average incremental manufacturer cost of these options, relative to the previous measure, was
estitnated to be $73. To this we add 50% to account for markups between the manufacturer and the consumer..

12 Baseline, costs and savings from DOE 1989.
13 Baseline and savings from Nadel et al. 1993. Costs are discussed above under measure 4.

See measure 13 ..
15 Base use from EIA 1993 .. 90% of lamps assumed to be incandescent (Geller et al. 1986). Analysis based on 10%

energy savings, an incremental cost of $O.. 10/lamp, and 30 lamps/house.. Average lamp life estimated from Geller
et ale 1986.

16 Analysis based on 75 % energy savings in 6 heavily used lamps which operate an average of 3 hours/daYe Analysis
assumes 67 Watt lamps are displaced. A lamp life of 9000 hours and a lamp cost of $15 are assumed$ These
estimates are consistent with experience in utility DSM programs..
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-- Pathways report
1991 -- RMI Water heating Technology Atlas

Nadel et 1993 -- Emerging Technologies report
EIA 1993 -- Energy Consumption and Expenditures
Geller et 1986 -- Residential Conservation Power Plant Study -- Phase Ie



Energy and Financial Savings from Adopting the BOCA 1996 Building Code

FOR NJ AND PENNSYLVANIA:
Incremental Annual Savings
Cost kWh Therms

Residential single-family 1296 2771 269
Residential multi-family 172 325 35
Commercial office 0.46 1 1

Gas heating 3.72 0.012
Eledric heating 6.25 0

Commercial retail 0.87 1 1
Gas heating 2.02 0.023
Electric heating 3.61 0

Allocation of space heat by fuel:
Residential 10% 90%
Commercial 19% 81°AJ

Avg. rates:
Residential 0.1 0.66
Commercial 0.09 0.56

Savings in 2010
New units Elec. Fuels Dollars
per year (GWh) (101\9 Btu) (million)

Residential single..family
New Jersey 39,200 141 12,355 53
Pennsylvania 53,900 194 16,989 72
New York 45,200 0 11 ,770 52

Residential multi...family
New Jersey 13,200 6 535 2
Pennsylvania 12,400 5 503 2
New York 35,800 0 1,466 6

Commercial -- offices
New Jersey 5,637,870 0 a a
Pennsylvania 9,534,610 521 124 44
New York 16,940,300 N/A N/A N/A

Commercial -- retail
New Jersey 5,637,870 0 0 0
Pennsylvania 11,406,050 344- 279 24
New York 15,608,940 N/A N/A N/A

FOR NEW YORK:
Increment Annual Savings
Cost kWh Therms

1071 a 223
172 a 3S
NA

NA NA
NA NA

NA
NA NA
NA NA

100
/0 900

/0

190/0 81 0
/0

0.13 0.79
0.11 0.6

Notes:
'&' Assumes new codes effective in 1998.
'4' Residential costs and savings for NJ and PA from Lucas, "Cost Effectiveness of the 1993 Model Energy
Code in New Jersey, Pacific NW Lab, Richland, WA.

Residential savings in NY single",family homes based on 26% of natural gas use, where 260
/0 is taken from LA.

Klevgard, Z.T. Taylor, &. ReG. Lucas, "Comparison of Current State Residential Energy Codes with the 1992 Model
Energy Code for One.., &. Two-Family Dwellings," PNL·10121, prep'd for DOE contrad DE·AC06...76LO 1830,
Pacific Northwest National Laboratory, Richland, WA, 1994; natural gas use from analysis summarized in Section 3
and Appendix 8. Multi-family savings from NJ analysis cited above. Costs are prorated based on NJ analysis.
l!4' Commercial costs and savings for NJ and PA from Smith and Nadel, "Energy Efficiency Codes and Standards for
1IIinois. 19 ACEEE, Washington, DC. NY's current code is on average a little less stringent than the ASHRAE model
code but sufficient data are not readily available to estimate the savings.
1Il New units per year based on analysis in section 3 and actual construction during early 1990's.
~ Financial savings assume incremental costs financed with 30 year mortgage at 5% real interest &. that energy
prices are constant in real terms throughout the period.
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APPENDIXC
ESTIMATION OF INDUSTRIAL SECTOR CONSERVATION POTENTIAL

,DESCRIPTION OF MODEL

ACEEE has developed a methodology for the estimation of base case energy consumption in
the industrial sector at the state level and the potential for cost-effective energy-efficiency
improvements.1 This analysis requires three steps: (1) project a baseline consumption for the
industry groups in each state and then aggregate to the region; (2) estimate the economically
viable savings potential from efficiency measures for each industry group in the region; and
(3) estimate the investment necessary to achieve and maintain that savingse

The method uses national and state data for energy use and employment to project baseline
energy consumption. Sector energy growth is projected based upon energy and employment
growth projections$ The energy efficiency potential was estimated using conservation supply
curves derived from the Long-Term Industrial Energy Forecasting (LIEF) model. 2 Most
conservation supply curves have been developed by combining various characteristic measures
for a particular market~ Such an approach is impractical for the industrial sector because of
the complexity and site-specific nature of many efficiency measures.. The LIEF curves were
developed from a historical analysis of sectoral energy intensities and prices over the 1958­
1985 pe $ 0 The model segregates industries into 18 categories that have similar energy use
characteristics based on their historical energy use data, and treats electricity and all other fuels
use separately 0

appendix describes detail the various aspects of the methodology and assumptions
made, and reports the data used to perform the analysis9 For purposes of illustration, the data
for the state of New Jersey are USed0

Data Sources

""""'~11UIAlaAlIVAV"""<& Bureau of Census (Census) and U0S0 DOE Energy
classify the industrial sector as those industries with

1. This analysis methodology was developed for a previous study by S. Laitner et aI., Energy EffiCiency and Economic
Development in the Midwest, American Council for an Energy-Efficient Economy, Washington, DC, 1995.

2. Ross et aI., op. cit.

Mid-Atlantic Region Energy Efficiency Page e-I



Standard Industrial Classification (SIC) codes 01 through 39. These SIC codes include
agriculture, forestry, fisheries, mining, construction and manufacturing (preston, 1994)~3

Excellent disaggregated data are available at the national level for the manufacturing sector
(the manufacturing sector is normally defined as industries with SIC codes 20 through 39)
from the EIA's Manufacturing Energy Consumption Survey (MECS). MECS has been
conducted every three years with 1991 the most recent. 4 MECS includes data on energy
consumption by fuel type for all two-digit manufacturing SIC codes, as well as data for several
of the most energy intensive four-digit manufacturing codes.

Similar data are not readily available for the other industry sectors. A Congressional Office
of Technology Assessment studyS derived estimates of 1985 consumption for these non­
manufacturing sectors from the National Energy Accounts Data Base. The data upon which
these estimates are based are no longer collected, so more recent estimates are not availables

Only limited data are available on industrial energy consumption at the state level.. The EIA 1s
State Energy Data System estimates industrial energy consumption by state and reports the
estimates annually in the State Energy Data Report (SEDR).6 These estimates report
consumption by fuel type at the aggregated industry level, but are not desegregated by industry
group. Though data are not available for individual states, MECS reports data for DsS.
Census regions. Consumption data for some industry groups at the regional level are not
available or are withheld to avoid disclosing data for individual establishmentss The missing
data reduces the value of MECS to regional energy planning.

The SEDR and MECS feature two different types of surveys conducted by EIA. The surveys
used to pli ce the SEDR are targeted at suppliers and marketers of specific fuels, while those
used the collect consumption data directly from end-use consumers. Differences in
methodology result important differences in the results~ One area of difference is
irregularities the definition of "industry. If While the standard definition of the industry
sector includes SIC through 39, supply survey does not u map" directly these SIC

3. J.L. Preston, uComparability of Supply- and Conswnption-Derived Estimates of Manufacturing Energy
Consumption," Monthly Energy Review, Energy Infonnation Administration, U.S. Department ofEnergy, Washington,
DC, 1994.

4. Manufacturing Energy Consumption Survey: Consumption ofEnergy J99J, Energy Information Administration,
U.S. Department ofEnergy, Washington, DC, 1994.

5. Industrial Energy Efficiency, Office of Technology Assessment, Congress of the United States, Washington, DC,
1993.

6. State Energy Data Report 1992, Energy Information Administration, U.S. Department ofEnergy, Washington, DC,
1994.
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codes 0 For example, SEDR documentation indicates that If 0 e II data on agricultural use of
natural gas are collected and reported in the commercial sector rather than the industrial
sector, (b)ecause agricultural use of natural gas cannot be identified separately 0 0 e " 7 0

The U.Se Department of Commerce, Bureau of Economic Analysis (BEA) estimates
employment at the two-digit SIC level for states along with projections of employment growth
through 2040.8 In addition, Census conducts an Annual Survey of Manufactures (ASM) that
reports value of shipments, value added, capital expenditures, and employment by state at the
three-digit level 0

9

Estimation of Baseline Energy Consumption

Using all the data sources previously mentioned, this study develops a methodology to estimate
disaggregated state industrial energy consumption based on energy intensity per employee,
derived from estimates of 1991 national energy consumption and employment data. The state
consumption estimate involves the following steps: 1) developing estimates of 1991 national
energy consumption by industry, 2) identifying projections of national energy and employment
growth by industry, 3) apportioning state industrial energy consumption using employment and
energy intensity measurements, and 4) projecting future energy use by industry in the state
using weighted industry growth projectionS0

1991 National/ndustrial Base Case Energy Consumption Estimates

1991 MECS 10 is used as the source for estimating energy consumption in the
manufacturing sector for electricity and for all other fuelso Since many industrial firms switch
among fuels other than electricity and most thermal efficiency measures considered in this
study are fuel blind, no attempt was made to disaggregate by fuel typeo

Since 1985 is the most recent year for which non-manufacturing data are available, these
estimates are used as starting point for estimating 1991 energy consumption in non­
manufacturing sectors$ It is assumed that the difference between the 1991 MECS estimate of
manufacturing energy consumption and the SEDR estimate of total national industrial energy

7. Preston, op. cit.

8. Bureau ofEconomic Analysis, Regional Employnlent Database, U.S. Dept. of Commerce, Washington, DC,
1994.

9. Bureau of the Census, 1991 Annual SUlVey of Manufacturers: Geographic Area Statistics, U.S. Dept. of
Commerce, Washington, DC, 1993.

10. Manufacturing Energy Consumption SUnJey: Consun,ption ofEnergy J991, op.cit.
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Table C-l
Factors Used In Extrapolation of 1985 Energy

Consumption to 1991 for Non-Manufacturing Sectors

Employment Employment 1985 Employment
Industry Group (Thousands) Change Consumption Weighting

Fractions Factors

1985 1991 Elec. Fuel Elec. Fuel

Agriculture 4,616 4,551 99% 24.2 6.1% 27.2% 7.4%
%

Mining 1,376 984

Coal Mining 198 139 70% 12.1 3.3% 9.7% 2.9%
%

Metal Mining 53 59 112% 11.9 2.2% 15.1% 3.1%
%

Oil and Gas 1,008 670 66% 29.9 56.7% 22.6% 46.5%
%

Non-Metal 117 116 98% 8.4% 7.3% 9.5% 8.8%
Mining

6,425 6,681 104% 13.4 24.3% 15.9% 31.3%,UU:SU U\;LiUU.

%

Sources: see text

COt1lSUlnpt.lOn is the consumption the non-manufacturing sectors As noted in the previous
section, simplifying assumption is less than ideal but does provide a means to estimate
otherwise unavailable data& two-step extrapolation scheme is used to apportion this
consumption to the six non-manufacturing groups used in this study s First, the fraction of
1985 energy consumption agriculture, mining and construction is
calculated for both electricity and other fuels (Table C-l) ~ Next the change in employment
for each group from 1985 to 1991 is calculated from BEA datao 11 The employment changes
are then used to weight the consumption distribution in order to apportion the non­
J1.&.ll.~l1J.WJi.'Li!l.V"~lo&AJ!..il.AJiil<\ consumption of the 1991 industrial consumption estimate (Table C-2)D

11. Regional El1,ployment Database, op. cit.
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Table e..2
Estimates of 1991 National Industrial Energy Consumption

1991 1991 Consumption EnereY Employment Ratio
Industry Group SIC Em&loye

(1, OOs) ElectriWh Fuel Electric. Fuel
(Mill. k l) (TBtu) (kWhlempl.) (MBtuslempl.)

Agriculture L.2,7-9 4,551 68,696 497 15,096 109

Mining 983 143,491 4,103 145,943 4,174

Coal Mining 12 139 24,388 193 175,703 1,390

Metal Mining 10 59 38,166 206 646,874 3,491

Oil and Gas 13 670 57,044 3,113 85,204 4,650

Non-Metal Mining 14 116 23,894 592 206,158 5,105

Construction 15-17 6,681 40,111 2,092 6,004 313

Food 20 1,683 49,536 784 29,440 466

Paper 26 691 58,896 2,271 85,245 3,287

Chemicals 28 1,093 129,093 2,636 118,109 2,411

Petro. Refming 29 158 30,782 2,865 195,070 18,156

Rubber & Plastics 30 865 33,908 121 39,205 140

Stone, Glass, Clay 32 615 30,814 789 50,104 1,283

I 725
146,276 1,793 201,677 2,472

,892 136,340 702 17,276 89

Fab. Me 1,370 29,772 203 21,739 149

Ind. Machinery 35 2,046 29,484 134 14,413 66

Elect. Equipment 36 1,607 29,996 94 18,667 58

Transport Equip. 37 1,896 34,721 215 18,312 113

Instrwnents 38 974 12,367 56 12,701 57

Other Mfg. 5,336 79,057 712 14,817 133

Tobacco 21 50 1,002 21 20,202 415

Textiles 22 678 29,532 172 43,564 254

Apparel 23 1,049 5,645 25 5,382 24

Wood Prod. 24 802 17,878 362 22,292 451

Furniture 25 500 4,915 50 9,830 100

Printing 27 1,678 15,629 55 9,312 33

Leather 31 130 795 9 6,130 72

Miscellaneous 39 449 3,661 19 8,146 41

National Total 31,272 947,000 19,365 30,283 619

Sources: see text
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The ratio of estimated 1991 energy consumption for electricity and other fuels to 1991
employment estimates is then calculated for each industry considered~ These ratios are used
as the basis for apportioning SEDR12 estimates of state energy consumption to the different
industrial groups (Table C_2).13 It would be preferable to base the apportioning on an
indication other than employment, such as value of shipments or value added, but such data
are not uniformly available at the state level for all industry groups. Using value of shipments
for the manufacturing sector from ASM data14 combined with employment-based apportioning
for other sectors does not yield significantly different distributions of consumption among the
industry groups than did using employment for all sectors. This data deficit represents a void
begging to be filled.

Energy and Employment Growth

In order to estimate energy savings in the future it is necessary to project the growth in energy
consumption for a "base case" (i.eo, in the absence of efficiency improvements).. EIA
estimates industrial energy consumption growth at the national level by both fuel type and
industry group" 15 These projections take into account changes in fuel mix, efficiency
improvements due to modernization and changes in products, and changes in the size of the
industry group. Electricity consumption is projected to grow 107 percent per year from 1990
to 2010" During the same period the principal fossil fuels, natural gas, coal and petroleum,
are projected to grow 192, 0.1 and 193 percent per year respectivelyo Growth in total energy
consu ion varies significantly between industry groups (Table C...3) with energy intensive
in stries like primary metals, paper and petroleum refining growing at 009 percent per year
and metal durables growing at 210 1 percent per year.

The growth of different industries varies between states 0 To make projections of energy
growth rates at the state level, it is necessary to weight the national energy growth rates to
account for the projected change the size of the industries at the state leve10 This weighting

accomplished by multiplying the national energy growth rate by the ratio of rate of
employment owth at the state level to the national level 0 The BEA projections for national
Pfn'nln'lmpnt growth are reported Table C-3~ 16

12. State Energy Data Report 1992, op.cit.

13. Regional Employment Database, op. cit.

14. 1991 Annual Survey ofManufacturers: Geographic Area Statistics, op. cit.

15. Annual Energy Outlook 1994, Energy Infonnation Administration, U.S. Dept. of Energy, Washington, DC, 1994.

16. Regional Employment Database, op. cit.
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Estimation of State
Consumption Baseline

Energy Table C-3
Estimates of National Energy

and Employment Growth Rates

Industry SIC
Annual Growth Rate

Group Energy Employ.

Agriculture 1,2,7-9 1.9% 0.1%

Mining 1.9% I -0.3%

Coal Mining 12 1.9% -0.4%

Metal Mining 10 1.9% 0.1%

Oil and Gas 13 1.9% -0.4%

Non-Metal Mining 14 1.9% 0.4%

Construction 15-17 1.9% 0.4%

Food 20 0.9% -0.2%

Paper 26 0.9% 0.0%

Chemicals 28 0.9% 0.0%

Petroleum RefIning 29 0.9% -0.3%

Rubber & Plastics 30 1.9% 0.6%

Stone, Glass, Clay 32 1.9% 0.1%

Primary Metals 33 1.9% -0.3%

Metals Fab. Ind. 2.1% 0.0%

Fab. Metal Prod. 34 2.1% -0.2%

Ind. Machinery 35 2.1% -0.2%

Elec. Equipment 36 2.1% -0.1%

Transport Equip. I 37 2.1% 0.3%

Instruments 38 2.1% 0.3%

Other Mfg. 1.9% 0.2%

Tobacco 21 1.9% -0.5%

Textiles 22 1.9% -0.1%

Apparel 23 1.9% -0.2%

Wood Prod. 24 1.9% 0.6%

Furniture 25 1.9% 0.5%

Printing 27 1.9% 0.7%

Leather 31 1.9% -0.9%

Miscellaneous 39 1.9% -0.3%

Weitzhted AveraQe 1.5%

The 1991 base-year state industrial
energy consumption is estimated by
a rtioning the SEDR state
industrial totals to the industry groups
by multiplying the national energy to
employment rations by employment
at the state level, The annual
consumption baseline for the example
of New Jersey (Table C-4 and Table
C-5) is reported for twelve groupings
of industries though actual
calculations are made at the two-digit
level (except for agriculture and
construction that are aggregated)e
Based on the 1991 consumption
estimates, annual electricity and other
fuel consumption is estimated for
each year from 1995 through 2010~

cumulative energy savings is
calculated using conservation supply
curves developed from the Long

Energy Forecasting (LIEF)
Model17 and estimates of the average
price for electricity and other fuels
for each industry grouping~

~1.""UJLQU~iJU~ are results are
then aggregated the twelve
groups shown New Jersey
example (Table and Table C-5).. Source: Energy EIA, 1994a and Employment BEA, 1994

timation of the vings tential
from Efficiency Improvements

curves were developed
a historical analysis of 1958-1985 sectoral energy intensities and pricese Most

17. Ross et aI., op. cit
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conselVation supply curves have been developed by combining various characteristic measures
for a particular market. Such an approach is impractical for the industrial sector because of
the complexity and site-specific nature of many measures~ The LIEF model segregates
industries into 18 categories that have similar energy use characteristics based on their
historical energy use data, and treats electricity and all other fuels use separately ~ 18 (An
example of an electricity conservation supply curve appears in Figure C-l.)

FIGURE C-l. Electricity Conservation Supply Curve
for General Manufacturing Derived from LIEF Model

$/kWh
$Oe05 - ----------------------------------------- -----------

$OeOO -~-----------------'

0% 10% 20% 30% 40% 500/0 60% 70°h>
Savings

18. Ross et aI., op. cit
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Table C-4
Case Fuel Consuolption in New Jersey (TOtu)

huJush)' 1991 1995 1996 1991 1998 1999 2000 2001 2002 2003 200-& 2005 2006 2"001 2008 2009 2010

Agriculture 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2

Mining 8 9 9 9 9 9 9 10 10 10 10 10 II II II II II

Con~truction 29 31 31 32 33 33 34 35 35 36 37 37 38 39 39 40 41

Food il II II II 12 J2 12 12 12 12 12 12 12 13 13 13 13

Papcr 43 44 45 45 45 46 46 47 47 47 48 48 49 49 50 SO SO

Chclnicals 151 156 ISS 159 160 162 163 165 266 168 169 171 172 174 175 177 179

Pdrokunl Relining 83 86 87 88 89 89 90 91 92 93 93 94 95 96 97 98 99

Rubber & Plastics 2 2 2 3 3 3 3 3 3 3 3 3 3 3 3 3 3

Stonc, Glass, Clay 13 14 15 15 15 15 16 16 16 17 17 17 18 18 18 19 19

Priluary Metals 20 21 22 22 23 23 23 24 24 25 25 26 26 27 27 28 28

Metals Fab. Ind. S 8 8 9 9 9 9 9 10 10 10 10 10 II 11 II II

()thcr Mfg. 5 5 5 6 6 6 6 6 6 6 6 6 7 7 7 7 7

Statc Total 373 391 395 40(:) 404 409 413 418 423 428 433 438 443 448 453 458 464
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Table C-5
Base Case Electricity COlisulnption in New Jersey (Milt kWh)

Industry 1991 1995 1996 1997 1998 1999 2000 2001 2002 2003 2004 200S 2006 2007 2008 2009 2010

Agriculture 203 220 224 228 233 237 242 247 252 256 261 261 212 211 282 288 294

Mining 257 217 282 287 293 299 304 310 316 322 328 335 341 341 354 361 368

Construction 507 546 557 567 518 589 600 611 623 635 647 659 611 684 697 710 723

Food 633 656 662 668 674 680 686 692 698 705 711 717 724 730 731 744- 750

Paper I JOl9 1056 1066 1075 1085 1095 1104 1114 1124 1134 1144 1155 1165 1175 1186 1197 1207

Chclnicals 6,815 7063 7121 1191 1255 7320 7386 7453 7519 7587 1655 1124 7193 7863 7934 8005 8077

Pdro1culll Refining 826 856 864 811 879 887 895 903 911 919 921 935 944 952 961 969 978

Rubber & Plastics 586 632 644 656 668 681 694 707 720 134 747 761 776 790 805 821 836

Stone, Glass J Clay 417 514 524 534 544 554 565 575 586 597 608 620 631 643 655 668 680

Prirnary Metals IA86 1601 1631 1662 1694 1726 1758 1792 1825 1860 1895 1931 1968 2005 2043 2081 2121

fvldals Fab. Ind. 1,440 1565 1598 1631 1665 1700 1736 1772 1809 1847 1886 1925 1965 2007 2049 2091 2135

Olh~r Mfg. 781 842 858 875 891 908 925 943 961 979 998 1017 1036 1056 1076 1096 1117

Stall: Tutal 15,031 15 J 828 16J035 16,245 16,459 16,675 16,895 17,118 11,345 17,575 17,808 18,045 18,286 18,531 18,779 19,031 19,287



The LIEF model uses electricity and fuel prices to estimate the economically acceptable energy
efficiency potential. Since there is significant variation in fuel prices among the states, as is
evident from Table 10 in the body of the report, we preformed separate analyses for each state.
The fuel price for each industry in each state was calculated using the average state industrial fuel
prices19 and the national average fuel miro to develop a consumption-weighted fuel price. The
weighted average industrial electricity price in the state is used for all industries. 21 This
assumption is made to simplify analysis and does not account for the variation in electricity prices
among different size customers or the impact of measures on demand charges.

Table C-6 presents the consumption-weighted, average energy prices for 11 industry groupings.
These values were calculated from the average fuel prices for the state (see Table 10 in the main
body of the report) and the national average fuel mix for each industry grouping as reported in
MECS.22 A weighted price for fuels is calculated for each industry by taking average industrial
price in the state for residual and distillate oil, LPG, natural gas, and coal (as discussed in the
main body of the report) and weighting the prices by the fuel mix for each industry (Table C_7).23
The price for waste fuels is assumed to be zero for purposes of this analysis& The weighted price
of fuels varies among industry groups, with industries such as wood products, furniture, pulp and
paper and petroleum refining having relatively low prices because a significant portion of their
thermal energy comes from manufacturing by-products and wastes (Table C-8)&

The maximum economic savings potential is assumed to be the point on the conservation supply
curve at which the marginal cost of energy saved equal the current fuel or electricity price0 In the
case of electricity, the calculated average price of industrial electricity in each state is used" For

fuels, the estimated average price (as discussed above) for a particular industry group is
used" The efficiency curves reflect the different savings potential based upon price and industry 6

As an example, if a food processing plant pays $0.07 per kilowatt-hour (kWh) for electricity, the
efficiency potential is 63 percent of current consumption~ For a primary metals manufacturing
plant, the savings potential is only 22 percent at $4~OO per million Btus The difference is a
.&.UJll.&~IlI...&."'.l&J& ofe way each in stry typically uses energy, the steps already undertaken by that

to save energy, and energy prices paid by each industry ~

19. State Energy Price and El:penditure Report 1992, op. cit.

20. 1991 Manufacturing Energy Consumption Survey, op. cit.

21. State Energy Price and Expenditure Report 199J, Energy Information Administration, U.S. Department ofEnergy,
Washington, DC, 1993.

22. 1991 Manufacturing Energy Consumption Survey, op. cit.

23. Manufacturing Energy Consumption SU1Vey: Consul11ption ofEnergy J99J, op.cit.; and Industrial Energy Efficiency,
op. cit.
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TABLE C-6. CONSUlvIPTION-WEIGHTED 1993 AVERAGE FuEL PRICES
BY INDUSTRY ($lMBro)

Industry

Agriculture

Mining
Construction
Food

Pulp & Paper

Chemicals

Petroleum RefIning
Rubber and Plastics

Primary Metals

Metal Fabrication

Other Manufacturing

New Jersey
$6.79

$3.43

$4.09

$2.88

$1.23

$2.49

$1.38
$3042
$1.97

$3029
$2.58

New York

$6.61

$4.05

$5.01

$3.86

$1.61

$3.43

$1.77

$4.55

$2.59
$4.44
$3038

Pennsyivani
a

$6.43

$3.71

$4.34
$3.00
$1.28

$2.59

$1.39

$3052
$2006
$3040
$2.68

Notes: The fuel prices in this table are reported are dollars per million Btu ($/MBtu) and were
calculated by combining the 1993 average industrial energy prices for fuels reported in the
EIA, 1993 Slale Energy Price and Expenditure Report, Ope cit., and the national average
industrial fuel mix as reported the EIA, 1991 Manufacturin.g Energy Consumption survey,
Ope cit.

Efficiency investments in the high efficiency scenario are estimated by multiplying the estimated
energy savings each year by the average capital COSt3 The investment is calculated for each
industry grouping since the average fuel price varies by industry due to differences in fuel mix@
Because the average measure life is assumed to be 10 years, the capital expenditures made in the
first years must repeated beginning 2007 order to maintain the savings realized in those

yearsG
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Table C-7
Fuel Consumption Fractions by Industry Group

SIC Petroleum Nat. Gas Coal Coke Other

Resid Dist LPG

Ag. 0% 30% 40% 30% 1% 0% 0%

12 0% 91% 0% 1% 8% 0% 0%

10 0% 28% 1% 25% 45% 0% 0%

13 0% 11% 0% 75% 0% 0% 12%

14 0% 21% 1% 46% 32% 0% 0%

Const. 0% 35% 3% 63% 0% 0% 0%

20 3% 2% 1% 65% 19% 0% 0%

21 4% 1% 0% 20% 74% 0% 0%

22 7% 4% 1% 63% 17% 0% 8%

23 0% 3% 2% 75% 8% 0% 4%

1% 4% 1% 1% 1% 0% 83%

I~
2% 2% 2% 37% 7% 0% 50%

7% 0% 13% 0% 55%0

27 1% 3% 1% 89% 0% 0% 7%

28 2% 0% 0% 63% 9% 0% 25%

29 3% 1% 2% 29% 0% 0% 65%

30 6% 2% 2% 79% 5% 0% 4%

2% 56% 0% 0% 11%

I~ 0% 8% 37% 1% 10%

33 2% 1% 0% 38% 3% 31% 25%

34 2% 3% 2% 86% 3% 0% 0%

2% 3% 2% 81% 8% 0% 4%

36 4% 3% 2% 84% 0% 0% 0%

5% 3% 1% 62% 15% 0% 13%

% 3% 2% 84% 0% 0% 0%
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Regarding implementation rate, it is assumed that
80 percent of the maximum savings potential
shown in Table C-9 is achievable by the year
2010. But it is assumed that energy efficiency
measures are implemented gradually 0 In
particular, the annual savings, beginning in 1997,
was estimated to be 5.7 percent of the maximum
potential. In other words, it is assumed that the
efficiency measures are implemented linearly over
the 14-year period. The annual savings potential
for each industry is applied to base-case
consumption for each year to yield an annual
energy savings estimate that is added to the
previous year's savings to yield a cumulative
energy savings estimate for each year..

Costs ofConservation

The investment needed to achieved a particular
level of energy savings is based on the
assumptions of an average ten-year technology
life and a five percent real discount rate~ In
reality, the life of the measures will vary
depending upon the measure and the point in the
economic cycle of the specific plant at which the
measure is applied.. Ten years is the median life
for many of the industrial measures and is used as
a simplifying assumption~ Efficiency investments

the high efficiency scenario are estimated by
multiplying the estimated energy savings in each
year by the average ca· cost for measures. It
is assumed that the average cost of measures will
rerrlam constant, is calculated
each i grouping since the average fuel
price varies by industry due to differences in fuel

Mid-Atlantic Region Energy Efficiency

Table C-8
Weighted Average

Non-Electrical Fuel Prices for New Jersey
Industries

SIC
Fossil

($lIv1Btu)

Ag. 6.32

Mines 3.74

Const.. 4.33

20 2.89

21 2.08

22 2.99

23 3.19

24 0.71
25 1.75

26 1.24
27 3.46

28 2.49
29 1.34

30 3.39

31 3.22

32 2.50
33 1.99

34 3.46
35 3.41

36 3.35

37 2.84

38 3.35

39 3 35
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TABLE C-9. COST-EFFECTIVE SAVINGS POTENTIAL

BY INDUSTRY BASED ON ENERGY PRICE

Industry
Electricity Savings ($/kWh)

$0.05 I $0.07 I $0.09

Fuel Savings ($/MBtu)

52.00 I 54.00 I $6.00

48%

20% 43% 54%

20% 47% 59%

20% 43% 54%

20% 39% 48%

15% 26% 32%

15% 26% 32%

20% 43% 54%

20% 47% 59%

10% 22% 28%
20% 47% 59%

48% 57% 63%

48% 57% 63%

48% 57% 63%

54% 63% 68%

29% 35% 39%

29% 35% 39%

29% 35% 39%

66% 75% 81%

27% 34% 39%

66% 75% 81%

Agriculture
Mining
Construction
Food
Pulp & Paper

Chemicals
Petroleum Refining
Rubber and Plastics
Primary Metals

Metal Fabrication
Other
Manufacturing 54% 63% 68% 20% 39%

Notes: This table shows the energy savings potential in percent based upon the price of energy paid by the
respective industry. The electricity prices are shown as dollars per kilowatt-hour ($/kWh), while fuel
prices are dollars per million Btu ($/lviBtu). The savings refer to the percent reduction from baseline
consumption estimates. The estimates shown here are taken from the Long-Term Industrial Forecast
(LIEF) model described in the tex1.
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APPENDIXD
FuRTHER DETAILS OF TRANSPORTATION SECTOR ANALYSIS

This appendix provides further details on assumptions and calculation procedures used to
analyze potential transportation sector energy savings in the Mid-Atlantic region. The first
topic covered is how we developed VMT forecasts for the region, which underpin the light
vehicle energy use calculationse Because the VMT forecasts obtained for each state were not
uniform. in nature, each was subject to specific modifications apart from those applied
unifonnly as described in the main teXt6 The other sections of this appendix presents the cost
curve used to estimate the costs of vehicle efficiency improvement assumed for our analysis
and a tabulation of government-owned fleet vehicles in the regions

State-Specific VMT Forecasting

New Jersey: The state does not produce long-range VMT forecasts$ We estimated statewide
future year VMT by combining forecasts produced by the three metropolitan planning
organizations (MPO) in the statee 1,2,3 Together, these MPOs represent every county in the
stateG Historical and forecast VMT for New Jersey, as well as New York and Pennsylvania
are shown in Figure 60 As the graph shows, VMT in New Jersey is expected to grow more
slowly the future, 0.78 percent/year for 1990 to 2010, than it did between 1970 and 1990,
when it averaged 1097 percent/yearo The VMT growth rate for future years would bring it
more line with forecast population growth. While population grew at 0.27 percent/year
during the 1970s, VMT grew at 2034 percent/yearo The states' forecasts estimate that from
2000 to 2010 population will grow at 0.96 percent/year and VMT will grow at 0.84
percent/year0 From 2000 to 2010 there is forecast to be a slight decline in VMT per capita,
dropping 0012 percent/yeare VMT growth relative to Gross State Product (GSP) has shown
even sharper declinese While VMT/GSP rose leO percent/year in the 1970s, it shows declines

the following three decades, dropping 2e 14 percent/year in the 1980s, O~73 percent/year in
1990s and le03 percent/year from 2000 to 20100 While these trends indicate a reverse

1. Muller, N. (North Jersey Transportation Planning Authority, Newark, N.J.). 1995. Personal communication to
Hugh Morris. November 27.

2. Roggenburk, R. (Delaware Valley Regional Planning Commission, Philadelphia, Penn.). 1995. Personal
communication to Hugh Morris. November 27.

3. SJTPO. 1994. South Jersey 2015 Regional Transportation Plan. Vineland, NJ.: South Jersey Transportation
Planning Organization.
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from historical VMT growth patterns, Pisarski4 identified several demographic trends that
support declining travel growth rates. Such demographic shifts are accounted for in the
m eling process used by New Jersey's MPOs. The state transportation plan,S while not
providing specific travel forecasts, does list actions to support a reduction in travel demand.
The plan advocates improved transit, more park and ride lots, congestion pricing, priority for
high-occupancy vehicles, tax incentives and changes to building codes to support land use
changes, and an increase in the gas tax from 2.5 cents/gal in 1995 to 9.0 cents/gal in 2000.
While more thorough examination of the New Jersey VMT forecast is beyond the scope of this
study, we believe the forecast is likely to be low, based on the lack of empirical evidence that
growth in travel demand can be so dramatically slowed.

........~.........ld1IIIIIIl: The state does produce a long-range VMT forecast for air quality analysis
purposes.6 This forecast shows a slowing in the growth of VMT, though not as dramatic as
New Jersey. While VMT growth was low between 1970 and 1980, 1324 percent/year, it
peaked in the next decade at 3.25 percent/year and is expected to slow to 1.99 percent/year
by 2010. The modeling procedure used by the state for this long-range forecast followed EPA
guidelines for air quality analysis. This method calls for an extrapolation of past trends,
relying on historical characteristics rather than taking into account future demographic impacts
as the New Jersey forecasting process does. 7 Growth of VMT per capita trends downward as
welle · e the growth was 1.6 percentJyear in the 1970s and reached 3.0 percent/year in the
1980s, the state's forecast indicates a drop back to 1.6 percent/year by 2010. State VMT in
relation to economic output shows stronger growth in the future, with VMT/GSP growing at
0.69 percent/year between 1970 and 1990 and 1302 percent/year from 1990 to 2010.
Reduction in VMT growth are supported by the state long-range transportation planS that
advocates increasing intercity rail transport, a desire to cut solo commute trips in half by 2005
and increase rush hour transit use by 20 percent$ While the plan provides no details to achieve
such gains, it does mention that congestion pricing may become necessary~ The New York

projection appears to reasonably consistent with historical trends$

4. Pisarski, A. 1990. Travel Demand in the 1990s: A Look at Delllographic Changes that will Affect Highway
Transportation in this Decade. Washington, D.C.: Highway Users Federation.

5. NJDOT. 1995. Transportation Choices 2020: Statewide Long-Range Transportation Plan. Trenton, N.J.: New
Jersey Department ofTransportation.

6. NYDOT. 1995. County Level DJ/MT Forecasts for SIP Developnlent. Long Island City, NY.: Urban Planning
Section, Planning Division, New York State Department of Transportation.

7. Escarpeta, D. (Region 2 Division of Air Resources, New York State Department ofEnvironmental Conservation,
Long Island City, N. Y.). 1995. Personal commWlication to Hugh Monis. November 28.

8. NYDOT. 19%. The Next Generation: Transportation Choices for the 21st Century. Albany, NY: State ofNew
York, Department ofTransportation.
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Pennsylvania: The state only produces a short-term VMT forecast to 1996.9 Thus, long-range
forecasts were collected from five MPOs representing the major urban areas of Philadelphia,
Pittsburgh, and Harrisburg, as well as surrounding counties10, 11, 12, 13, 14). We calculated that
these MPOs represent 65 percent of the state's population and 60 percent of the state's VMT
in 1990. The available forecast VMT estimates were combined and expanded to a statewide
estimate based on the above mentioned statewide 1990 and 1996 VMT data. The expansion
factor was found to change over time. The VMT of the sampled areas represents a declining
portion of the state VMT, dropping from 60 percent in 1990 to 59 percent in 1996, a trend
we continue, reaching 57 percent in 2010. Though the MPO VMT forecasts were daily, they
were for average summer weekday and thus could not be expanded by a factor of 365 to obtain
annual volumes. The MPOs contacted could not provide an appropriate conversion factor.
Thus, since both annual and daily estimates were available for 1990, a ratio was calculated that
implied that the weekday summer estimates represented a higher than annual average daily
traffic volume. This ratio, 1.12 to 365, was applied to daily forecasts of future-year VMT to
obtain annual estimates$

The composite VMT forecast we developed for Pennsylvania shows a modest decrease in
VMT growth rates, dropping from 2.09 percent/year between 1970 and 1990 to 1045
percent/year between 1990 and 2010. VMT per capita shows a declining trend, falling from
1.81 percent/year in the 1980s to 0.76 percent/year by 2010* VMT per GSP grew modestly
from 1970 to 1990 at 0.59 percent/year and is forecast to decline by 0.11 percent/year from
1990 to 2010. The modeling process used by the MPOs we contacted was similar to that used

New Jersey MPOs and thus would have captured some of the demographic impacts

9. Baker, . (pennsylvania Department of Environmental Resources, Harrisburg, Penn.). 1995. Personal
communication to Hugh Moms. November 8.

10. PennDER. 1994. ProposedSIP Revision for Meeting the Reasonable Further Progress Requirement Under the
Clean AirAct in the Philadelphia Severe Nonaltainrnent Area. Harrisburg, Penn.: Bureau of Air Quality Control,
Pennsylvania Department ofEnvironmental Resources.

11. PennDOT. 1993a. Pittsburgh-.Beaver Valley Area Request for Redesignation as Attainment for Ozone.
Harrisburg, Penn.: Air Quality Program Support to Pennsylvania Department of Transportation.

12. PennDOT. 1993b. Reading Area Requestfor Redesignation as Attain111ent for Ozone. Harrisburg, Penn.: Air
Program Support to Pennsylvania Department of Transportation.

13. PennDOT. 1994a. Air Quality Confonnity Analysis Report for the Harrisburg Ozone Nonattainment Area.
Hanisburg, Penn.: Secretary's Air Quality Task Force. Pennsylvania Department of Transportation.

14. PennDOT. 1994b. Air Quality Confonnity Analysis Report for the Lancaster Ozone Nonattainment Area.
Harrisburg, Penn.: Secretary's Air Quality Task Force, Pennsylvania Department of Transportation.
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discussed above. The state transportation plantS advocates VMT reduction and land use
initiatives to increase non-auto access, but does not provide details. The plan does consider
development of a stable transportation funding source which could include a mileage-based
fee. Although the drop-off in VMT growth projected for Pennsylvania is not as striking as
for New Jersey, it is probably likely that the Pennsylvania forecast is on the low side, since
it doesn't reflect historical trends.

Cost of Vehicle Efficiency Improvement

As noted in the main text, we adopted the DeCicco and ROSS
16 results to guide our estimates

of the potential for and cost of improving car and light truck fuel economy 0 The costs of
vehicle efficiency improvement are estimated at the retail (as opposed to manufacturing) cost
level. Initial investments in improved technologies would be made by the auto industry and
their suppliers in response to initiatives to foster efficiency improvement. However, we
assumed that these costs are fully passed on to new car buyers, including markups proportional
to those emb ied in the base price of vehicles. DeCicco and Ross provided cost estimates
for a set of roughly 20 technology options. When ranked according to cost-effectiveness (e.g.,
increasing cost of conserved energy), the resulting curve of incremental vehicle cost versus
incremental efficiency improvement is closely matched by a quadratic function, as shown in
Figure D-l. We used this quadratic fit to the technology cost estimates in order to interpolate
cost for the phased-in, 1.5 mpg/year improvements assumed for our analysis~

Government Fleet Vehicles in the Region

Table D-l lists the numbers of government-owned fleet vehicles in the Mid-Atlantic region,
ba d on Federal Highway Administration statistics for 1992* The top portion of the table
breaks out tl versus state and local vehicles by major class. Of relevance to this study
are state and local government automobiles~ These vehicles total 156,000 for the three states,
and could be the focus of For context, the lower portion of Table D-l lists total vehicle
registrations the rsey, New York, and Pennsylvania and shows the govemment­
owned fraction, which accounts for roughly 1% of the total. Although the fraction is small,
th fleets could form an important core of efforts to foster best-in-class efficient vehicle

vehicles, as discussed the main text$

15. PennDOT. 1994c. Interim Transportation Policy Plan. Harrisburg, Penn.: Pennsylvania Department of
Transportation.

16. DeCicco, lM., and M Ross. 1993. An Updated Assessment of the Near-Tenn Potential for Improving Automotive
Fuel Economy. Washington, DC: American Council for an Energy-Efficient Economy. November.

Mid....Atlantic Region Energy Efficiency Page D-4



Figure D-l. Incremental Retail Costs for Improving New Car Fuel Economy
Based on DeCicco and Ross (1993), at 3 Levels of Technical Certainty

1200

Technical Certainty:

100%

l3

80%
28 mpg)

40% 60%
PG IIl1rU''lilIPI::U:DC~.c (over 1990 level

20%
o
0%

1000

Mid-Atlantic egion Energy Efficiency Page D-S



Table D-.l. Government Fleet Vehicles in Three-State Region, 1992

Hew ':;lClJ.L_llICIIV New York - 'lvania ~

Federal
Auto 2,092 7,948 4,785 14,825
Bus 53 203 113 369
Truck 8,211 14,536 10,128 32,875
Motorcycle 0 11 4 15

Subt.ota.l 10,356 22,698 15,030 48,084

St.ate IC Local
Auto 57,352 63,888 35,022 156,262
Bus 3,000 20,470 6,712 30,182
Truck 76,420 67,229 44,196 187,845
Motorcycle 982 1,160 964 3,106

Subtota.l 137,754 152,747 86,894 377,395

Gov't. Fle.t. ~ot.al

Auto 59,444 71,836 39,807 171,087
Bus 3,053 20,673 6,825 30,551
Truck 84,631 81,765 54,324 220,720
Motorcycle 982 1,171 968 3,121

Total 148,110 175,445 101,924 425,479

Registered ~ot.al

Auto 5,135,703 8,467,220 6,534,865 20,137,788
Bus 18,185 39,667 31,708 89,560
Truck 437,466 1,272,667 1,612,658 3,322,791
Motorcycle No data available\\'

Tot.al 5,591,354 9,779,554 8,179,231 23,550,139

Gov ~ t. Flef)'t, , Tot.al
Auto 1% 1% 1% 1%
Bus 17% 52% 22% 34%
Truck 19% 6% 3% 7%
"'''' No data availabls-»nv"'"vA.. .... y"'"

Total 3% 2% 1% 2%

Notes:

All data from FHWA Highway Statistics 1992, tables MV-l and MV-7$
Does not include military vehicles and diplomatic vehicles.
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